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TOPJOB® S

Pluggable Diode Modules on Carrier Terminal Blocks

2.5 (4) mm?2, 2002 Series

Diode module
with 1N4007 diode
U 250V, Ury 1000 V

INTA
Plug width 5.2 mm / 0.205 in.

Circuit |

Circuit Il

Pack.

Item No. .
em o Unit

Diode module,
with TN4007 diode, max. operating temperature: 85°C,

gray,
5.2 mm wide

O Circuit | 2002-800/1000-411 100
O Circuit Il 2002-800/1000-410 100

Carrier Term. Blocks and Accessories
Appropriate marking system:

WMB/Marking strips
2-conductor carrier terminal block,
(1) 0.25...2.5(4) mm2 / AWG 22 ... 12
w Terminal block width 5.2 mm / 0.205 in.
P gray 2002-1661 50

End and intermediate plate, 1 mm thick
orange 2002-1692 100 (4x25)
gray 2002-1691 100 (4x25)

3-conductor carrier terminal block,

(2] 0.25...2.5(4) mm2 / AWG 22 ... 12
W Terminal block width 5.2 mm / 0.205 in.
— gray 2002-1761 50

End and intermediate plate, 1 mm thick
orange 2002-1792 100 (4x25)

gray 2002-1791 100 (4x25)
4-conductor carrier terminal block,

3] 0.25...2.5(4) mm2 / AWG 22 ... 12
W Terminal block width 5.2 mm / 0.205 in.
e gray 2002-1861 50

End and intermediate plate, 1 mm thick
2002-1892 100 (4x25)
2002-1891 100 (4x25)

orange

2-conductor carrier terminal block,

0.25...2.5(4) mm2 / AWG 22 ... 12
Terminal block width 5.2 mm / 0.205 in.
gray 2002-1961 50

End and intermediate plate, 1 mm thick

2002-1992 100 (4x25)

orange
gray

2002-1991 100 (4x25)
Approvals see www.wago.com

53,3 mm/2.1in—>

-~ 00600 -

These diode have been designed for use in lamp test cir-

cuits or collective fault indicating systems, and offer the fol-

lowing advantages:

- Separation into functional and wiring level

- Polarized direction of switching

- Quick and easy exchange of modules

- High density with only 5.2 mm width of terminal block
and module

+
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Terminal ‘L’f’“’*’*’f’”’”’”’f‘ jumper bar
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| Diode modules
2002-800/1000-411
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Bt

| Terminal blocks 1-9

B

Open side of terminal block left

Diode gate for collective fault indication

[PUSH-IN CAGE CLAMPY

@ Length of 2002-1661: 66.5 mm / 2.62 in.

2-conductor carrier terminal block

@ length of 2002-1761: 76.8 mm / 3.02 in.

3-conductor carrier terminal block

@ Length of 2002-1861: 87.5 mm / 3.45 in.
4-conductor carrier terminal block

@ Length of 2002-1961: 72.9 mm / 2.87 in.
2-conductor carrier terminal block with additional
jumper position

@ See application notes for:
Colored push-in type jumper bars, page 163
Staggered jumper, page 166
Push-in type wire jumper, page 164

Accessories

Push-in type wire jumper,

(5] insulated,
| ' In18 A,
wire size 1.5 mm?
L =60 mm 2009-412 100 (10x10)
L=110mm 2009-414 100 (10x10)
L=250mm 2009-416 100 (10x10)
Push-in type jumper bar, insulated,
In 25 A,
it light gray
L 2-way 2002-402 200 (8x25)
3-way 2002-403 200 (8x25)
4-way 2002-404 200 (8x25)
5-way 2002-405 100 (4x25)
6-way 2002-406 100 (4x25)
7-way 2002-407 100 (4x25)
8-way 2002-408 100 (4x25)
9-way 2002-409 100 (4x25)
10-way 2002-410 100 (4x25)
Push-in type jumper bar, insulated,
In 25 A,
=1 light gray
from 1103 2002-433 200 (8x25)
from 1to4  2002-434 200 (8x25)
from 1105 2002-435 100 (4x25)
from 1to 6 2002-436 100 (4x25)
from Tto 7 2002-437 100 (4x25)
from 110 8 2002-438 100 (4x25)
from 110 9 2002-439 100 (4x25)
from 1to 10 2002-440 100 (4x25)
Staggered jumper,
@‘_’_____,_.--,,-_-- insulated,
VT wasa
pUER light gray
pe— 2002-472 100 (4x25)
3-way 2002-473 100 (4x25)
4-way 2002-474 100 (4x25)
S5-way 2002-475 50 (2x25)
6-way 2002-476 50 (2x25)
7-way 2002-477 50 (2x25)
By 2002478 50 (2x25)
9-way 2002-479 50 (2x25)
10-way 2002-480 50 (2x25)
11-way 2002-481 50 (2x25)
12-way 2002-482 50 (2x25)




TOPJOB® S

Pluggable Diode Modules and Empty Component
Plug Housings on Through Terminal Blocks 2.5 (4) mm2, 2002 Series

Diode module
with 1N4007 diode as free-wheeling diode
Un 250V, Ugy 1000 V

INTA
Plug width 10.4 mm / 0.409 in.

£,

Pack.

Item No. .
em Mo Unit

Diode module,
with TN4007 diode as free-wheeling diode, max. operat-
ing temperature: 85°C,

10.4 mm wide

O gray 2002-880/1000-411 50
Empty component plug housing type 4,

2-pole,

10.4 mm wide

QO gray 2002-880 50

Through Term. Blocks and Accessories
Appropriate marking system:

WMB/Marking strips
2-conductor through terminal block,
(1) 0.25...2.5 (4) mm2 / AWG 22 ... 12
& Terminal block width 5.2 mm / 0.205 in.
= gay 2002-1201 100

End and intermediate plate, 0.8 mm thick
2002-1292 100 (4x25)

orange
gray

2002-1291 100 (4x25)
3-conductor through terminal block,

(2] 0.25...2.5 (4) mm2 / AWG 22 ... 12
%ﬁ: i Terminal block width 5.2 mm / 0.205 in.
— gray 2002-1301 100

End and intermediate plate, 0.8 mm thick

2002-1392 100 (4x25)

orange
gray

2002-1391 100 (4x25)
4-conductor through terminal block,
0.25..2.5(4) mm2/ AWG 22 ... 12
Terminal block width 5.2 mm / 0.205 in.
gray 2002-1401 100

End and intermediate plate, 0.8 mm thick
orange 2002-1492 100 (4x25)

- gray 2002-1491 100 (4x25)

Insulation stop,

5 pcs/strip,
0.25 ... 0.5 mm?
light gray 2002-171 200 (8x25)

Approvals see www.wago.com

F— 53,3 mm/2.1in—>

Similar to a push-in jumper, these diode modules are sim-
ply pushed into the contact slots of the current bars for two
adjacent through ferminal blocks.

This offers the following advantages:

- These modules are suitable for all 2001 to 2006
Series through terminal blocks equipped with jumper
slots (please note the module’s width).

- Easily retrofit terminal blocks with diode modules.

Plugging a diode module into a through terminal block.

Additional advantages:

- Separation into functional and wiring level

- Modules can be replaced quickly by other types of
modules

- Solder-free assembly of diodes, resistors, etc.

Opening the cover via operating tool
(blade width 2.5 mm).

[PUSH-IN CAGE CLAMPY

@ Length of 2002-1201: 48.5 mm / 1.91 in.
2-conductor carrier terminal block

@ Length of 2002-1301: 59.5 mm / 2.34 in.

3-conductor carrier terminal block

© length of 2002-1401: 70 mm / 2.76 in.

4-conductor carrier terminal block

@ See application notes for:
Colored push-in type jumper bars, page 163
Staggered jumper, page 166
Push-in type wire jumper, page 164

Accessories

Insulation stop,
5 pes/strip,
0.75 ... 1 mm?

# dark gray

2002-172 200 (8x25)

Protective warning marker,
with high-voltage symbol, black,
for 5 terminal blocks

e 2002115 100 (4x25)
Push-in type wire jumper,
(4] insulated,
{ \ INT8A,

wire size 1.5 mm?
L =60 mm 2009-412 100 (10x10)
L=110mm 2009-414 100 (10x10)
L=250mm 2009-416 100 (10x10)

Push-in type jumper bar, insulated,

IN25 A,
i light gray
it 2-way 2002-402 200 (8x25)
3-way 2002-403 200 (8x25)
4way 2002-404 200 (8x25)
5-way 2002-405 100 (4x25)
6-way 2002-406 100 (4x25)
7-way 2002-407 100 (4x25)
8-way 2002-408 100 (4x25)
9-way 2002-409 100 (4x25)
10.way 2002-410 100 (4x25)
Push-in type jumper bar, insulated,
IN25 A,
™1 light gray
from 1to 3 2002-433 200 (8x25)
from 1to4  2002-434 200 (8x25)
from1to5 2002-435 100 (4x25)
from1to6  2002-436 100 (4x25)
from 1to 7 2002-437 100 (4x25)
from 1to 8  2002-438 100 (4x25)
from1t09  2002-439 100 (4x25)
from 1to 10 2002-440 100 (4x25)
Staggered jumper,
0___,_,.-—-;-» insulated,
L "‘ '|i V) \ In25 A,
e light gray
2-way 2002-472 100 (4x25)
3-way 2002-473 100 (4x25)
4-way 2002-474 100 (4x25)
5-way 2002-475 50 (2x25)

5 A E R
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TOPJOB® S

Pluggable LED Modules on Carrier Terminal Blocks

2.5 (4) mm?2, 2002 Series

LED module
IN <3 mA

Plug width 5.2 mm / 0.205 in.

N
- O -
Pack.
ltem No. Unit

LED module,
with red LED, max. operating temperature: 85°C,
5.2 mm wide
O12..30v 2002-800/1000-541 100
O30..65V 2002-800/1000-542 100
O 230V 2002-800/1000-836 100

Carrier Term. Blocks and Accessories
Appropriate marking system:

WMB/Marking strips
2-conductor carrier terminal block,
(1) 0.25...2.5(4) mm2 / AWG 22 ... 12
w Terminal block width 5.2 mm / 0.205 in.
P gray 2002-1661 50

End and intermediate plate, 1 mm thick
orange 2002-1692 100 (4x25)
gray 2002-1691 100 (4x25)

32-conductor carrier terminal block,

(2] 0.25...2.5(4) mm2 / AWG 22 ... 12
W Terminal block width 5.2 mm / 0.205 in.
— gray 2002-1761 50

End and intermediate plate, 1 mm thick
orange 2002-1792 100 (4x25)

gray 2002-1791 100 (4x25)
4-conductor carrier terminal block,

3] 0.25...2.5(4) mm2 / AWG 22 ... 12
W Terminal block width 5.2 mm / 0.205 in.
— gray 2002-1861 50

End and intermediate plate, 1 mm thick
2002-1892 100 (4x25)
2002-1891 100 (4x25)

orange

2-conductor carrier terminal block,

(4] 0.25..2.5 (4) mm2 / AWG 22 ... 12
w Terminal block width 5.2 mm / 0.205 in.
—_— gray 2002-1961 50

End and intermediate plate, 1 mm thick

2002-1992 100 (4x25)

orange
gray

2002-1991 100 (4x25)
Approvals see www.wago.com

53,3 mm/2.1in—>

The monitoring of control and operating current circuits

with LED modules on rail-mounted terminal blocks provides

several advantages fo the user:

- No additional cost for assembly and wiring

- Separation into functional and wiring level

- Modules can be replaced quickly and easily by other
types of modules

Additional advantages:

- Polarized direction of switching

- High density with only 5.2 mm width of terminal block
and module

+

1h

Carrier

LED modules
2002-800/1000-541

Open side of terminal block right

Voltage control refers to current circuits

[PUSH-IN CAGE CLAMPY

@ Length of 2002-1661: 66.5 mm / 2.62 in.
2-conductor carrier terminal block

@ length of 2002-1761: 76.8 mm / 3.02 in.
3-conductor carrier terminal block

@ Length of 2002-1861: 87.5 mm / 3.45 in.

4-conductor carrier terminal block

@ length of 2002-1961: 72.9 mm / 2.87 in.
2-conductor carrier terminal block with additional
jumper position

@ See application notes for:
Colored push-in type jumper bars, page 163
Staggered jumper, page 166
Push-in type wire jumper, page 164

Accessories

Push-in type wire jumper,

(5] insulated,
| ' In18 A,
wire size 1.5 mm?
L =60 mm 2009-412 100 (10x10)
L=110mm 2009-414 100 (10x10)
L=250mm 2009-416 100 (10x10)
Push-in type jumper bar, insulated,
In 25 A,
it light gray
L 2-way 2002-402 200 (8x25)
3-way 2002-403 200 (8x25)
4-way 2002-404 200 (8x25)
S5-way 2002-405 100 (4x25)
6-way 2002-406 100 (4x25)
7-way 2002-407 100 (4x25)
8-way 2002-408 100 (4x25)
9-way 2002-409 100 (4x25)
10-way 2002-410 100 (4x25)
Push-in type jumper bar, insulated,
In 25 A,
=1 light gray
from 1103 2002-433 200 (8x25)
from 1to4  2002-434 200 (8x25)
from 1105 2002-435 100 (4x25)
from 1to 6 2002-436 100 (4x25)
from 1107 2002-437 100 (4x25)
from 110 8 2002-438 100 (4x25)
from 110 9 2002-439 100 (4x25)
from 110 10 2002-440 100 (4x25)
Staggered jumper,
@‘_’_____,_.-,,-_-- insulated,
TVENT wasa
pUER light gray
pe— 2002472 100 (4x25)
3-way 2002-473 100 (4x25)
4-way 2002-474 100 (4x25)
S5-way 2002-475 50 (2x25)
6-way 2002-476 50 (2x25)
7-way 2002-477 50 (2x25)
8-way 2002-478 50 (2x25)
9-way 2002-479 50 (2x25)
10-way 2002-480 50 (2x25)
11-way 2002-481 50 (2x25)
12-way 2002-482 50 (2x25)




TOPJOB® S

Pluggable LED Modules on Through Terminal Blocks

2.5 (4) mm?2, 2002 Series

LED module
IN <3 mA

Plug width 10.4 mm / 0.409 in.

—T
AC/DC -H>
N
Pack.
Item No. Unit
LED module,

with red LED, max. operating temperature: 85°C,
10.4 mm wide

O12..30V 2002-880/1000-541 50
(030..65V 2002-880/1000-542 50
O 230V 2002-880/1000-836 50

Through Term. Blocks and Accessories
Appropriate marking system:

WMB/Marking strips
2-conductor through terminal block,
(1) 0.25...2.5(4) mm2 / AWG 22 ... 12
& Terminal block width 5.2 mm / 0.205 in.
— 2002-1201 100

End and intermediate plate, 0.8 mm thick
orange 2002-1292 100 (4x25)

gray 2002-1291 100 (4x25)
3-conductor through terminal block,

2] 0.25...2.5 (4) mm2 / AWG 22 ... 12
w Terminal block width 5.2 mm / 0.205 in.
— gray 2002-1301 100

End and intermediate plate, 0.8 mm thick
orange 2002-1392 100 (4x25)

gray 2002-1391 100 (4x25)
4-conductor through terminal block,

3] 0.25..2.5(4) mm2 / AWG 22 ... 12
w Terminal block width 5.2 mm / 0.205 in.
— gray 2002-1401 100

End and intermediate plate, 0.8 mm thick
2002-1492 100 (4x25)
2002-1491 100 (4x25)

orange

= v

Insulation stop,

5 pes/strip,
0.25 ... 0.5 mm?
light gray 2002-171 200 (8x25)
Insulation stop,
5 pcs/strip,
w 0.75 ... 1 mm?
dark gray 2002-172 200 (8x25)

Approvals see www.wago.com

F— 53,3 mm/2.1in—>

—

~— 000 —
Similar to a push-in jumper, these LED modules are inserted
into the current bar contact slots of two adjacent through
terminal blocks.
These modules are suitable for all 2001 to 2006 Series
through terminal blocks equipped with jumper slots (please
note the module’s width).
- Easily retrofit terminal blocks with diode modules.

= = ¥
Marking using WMB Multi markers and marker strips.

Additional advantages:

- Separation into functional and wiring level

- Modules can be replaced quickly by other types of
modules
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[PUSH-IN CAGE CLAMPY

@ Length of 2002-1201: 48.5 mm / 1.91 in.

2-conductor carrier terminal block

@ length of 2002-1301: 59.5 mm / 2.34 in.

3-conductor carrier terminal block

@ Length of 2002-1401: 70 mm / 2.76 in.
4-conductor carrier terminal block

Terminal

blocks 1-3

+ 2002-1201

K1 |<2&0 K3§
R[]

H1&

H2 L H3

ATTr Y

LED module

Control unit

WAEE g,

2002-1401

2002-880/1000-541
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TOPJOB® S

Empty Component Plug Housings on Carrier Terminal Blocks 2.5 (4) mm?

2002 Series

Empty component plug housing

Plug width 5.2 mm / 0.205 in.

Empty component plug housing

Plug width 10.4 mm / 0.409 in.

@ Length of 2002-1661: 66.5 mm / 2.62 in.

2-conductor carrier terminal block

@ length of 2002-1761: 76.8 mm / 3.02 in.

3-conductor carrier ferminal block

@ Length of 2002-1861: 87.5 mm / 3.45 in.
4-conductor carrier terminal block

@ Length of 2002-1961: 72.9 mm / 2.87 in.
2-conductor carrier terminal block with additional
jumper position

@ See application notes for:
Colored push-in type jumper bars, page 163
Staggered jumper, page 166
Push-in type wire jumper, page 164

Pack. Pack.
ltem No. Unit ltem No. Unit
Empty component plug housing type 1, Empty component plug housing type 2,
2-pole, 2-pole,
5.2 mm wide 10.4 mm wide
QO gray 2002-800 100 O gray 2002-810 50
Empty component plug housing type 3,
4-pole,
10.4 mm wide
O gray 2002-820 50

Accessories

Carrier Term. Blocks and Accessories

Appropriate marking system: WMB/Marking strips

2-conductor carrier terminal block,

(1) 0.25..2.5(4) mm2 / AWG 22 ... 12
W Terminal block width 5.2 mm / 0.205 in.
I— gray 2002-1661 50

End and intermediate plate, 1 mm thick
orange 2002-1692 100 (4x25)

Push-in type wire jumper,

(5] insulated,
| \ IN18 A,
wire size 1.5 mm?
L= 60 mm 2009-412 100 (10x10)
L=110mm 2009-414 100 (10x10)
L=250mm 2009-416 100 (10x10)

Staggered jumper,

insulated,

IN25 A,

light gray

2-way 2002-472 100 (4x25)
3-way 2002-473 100 (4x25)
4-way 2002-474 100 (4x25)
S5-way 2002-475 50 (2x25)
6-way 2002-476 50 (2x25)
7-way 2002-477 50 (2x25)
8-way 2002-478 50 (2x25)
9-way 2002-479 50 (2x25)
10-way 2002-480 50 (2x25)
11-way 2002-481 50 (2x25)
12-way 2002-482 50 (2x25)

WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm
plain 793-5501 5

gray 2002-1691 100 (4x25)
3-conductor carrier terminal block,

Push-in type jumper bar, insulated,

WMB Multi marking system, plain,

(2] 0.25..25(4) mm2 / AWG 22 ... 12 In25 A, 10 strips with 10 markers per card,
w Terminal block width 5.2 mm / 0.205 in. it light gray stretchable 5 ... 5.2 mm
= gray 2002-1761 50 il 2.way 2002-402 200 (8x25) yellow 793-5501/000-002
End and intermediate plate, 1 mm thick 3-way 2002-403 200 (8x25) red 793-5501/000-005
orange 2002-1792 100 (4x25) 4-way 2002-404 200 (8x25) blue 793-5501/000-006
' gray 2002-1791 100 (4x25) 5-way 2002-405 100 (4x25) gray 793-5501/000-007
6-way 2002-406 100 (4x25) orange 793-5501/000-012
4-conductor carrier terminal block, 7-way 2002-407 100 (4x25) light green 793-5501/000-017
3] 0.25...2.5(4) mm2 / AWG 22 ... 12 8-way 2002-408 100 (4x25) green 793-5501/000-023
W Terminal block width 5.2 mm / 0.205 in. 9-way 2002-409 100 (4x25) violet 793-5501/000-024
—— gray 2002-1861 50 10-way 2002-410 100 (4x25) 5
End and intermediate plate, 1 mm thick Push-in type jumper bar, insulated,
orange 2002-1892 100 (4x25) IN25 A,
gray 2002-1891 100 (4x25) i light gray
e fom 1103 2002433 200 (8x25)
2-conductor carrier terminal block, from 1to4  2002-434 200 (8x25)
(4] 0.25...2.5(4) mm2 / AWG 22 ... 12 from 1to 5 2002-435 100 (4x25)
W Terminal block width 5.2 mm / 0.205 in. from 1to 6 2002-436 100 (4x25)
— gray 2002-1961 50 from 1to 7 2002-437 100 (4x25)
End and intermediate plate, 1 mm thick from1to 8  2002-438 100 (4x25)
orange 2002-1992 100 (4x25) from 1t0 9 2002-439 100 (4x25)
- gray 2002-1991 100 (4x25) from 1to 10 2002-440 100 (4x25)
Protective warning marker, Multi-purpose operating tool,
with high-voltage symbol, black, for component plugs
for 5 terminal blocks 2002-116 5

.;ai?

=\

yellow 2002-115 100 (4x25)

Approvals see www.wago.com




Technical Information

53,3 mm/2.1in—>

| —
~— 0000 —
Application example showing a pluggable diode mod-
ule.

[PUSH-IN CAGE CLAMPY

iy —

/y :

Ay ’ ‘ 25,8-27 &

| i\ 3 ‘ o

. ‘ H o
D max. max. 15,5

Opening the cover via multi-purpose operating tool for
component plugs.

When closing the cover, please insert cover as shown in
the illustration.

* @ max. 3.4 mm at 5.2 mm module width and
* @ max. 5.4 mm at 10.4 mm module width
Notice: Reconnection only possible with similar or larger
wire diameter. Smaller wire diameters must be soldered.
Component plugs for building custom circuits.

Solderfree assembly of diodes, resistors, etc.

Picture shows 1N4007 diode.

Diode module inserted in a through terminal block.

Plugging a diode module into a through terminal block.

'| 0,075
19 202 Ry

f«— 5 —»
e 6 ——»

-~ 6 —

12587

Dimensions of self-assembled PCBs
Module height 2 mm at 5.2 mm module width and
module height 3.3 mm at 10.4 mm module width

Pressing component into plug contact via operating tool.

Cutting component to the proper length.

Pushing PCB into plug contact via operating tool.

WABD |,
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TOPJOB® S IS PLUGGABLE:
With X-COM® S and X-COM® S MINI Rail-Mounted Terminal Blocks

Grooves separate
individual terminal

blocks.

X-COM®S-SYSTEM and X-COM®S-SYSTEM-MINI

¢ COM:-bination of connectors and rail moundet terminal blocks
o X-COM®S-SYSTEM (2022 Series): up to 4 mm2 (12 AWG) at
32 A

o X-COM®S-SYSTEM-MINI (2020 Series): up to 1.5 mm2 (16
AWG) at just 3.5 mm terminal block wide

Female plugs can be individu-
ally locked.

Slide locking lever into position.

* Preassembly saves time and money
* Preassembled units can be tested before installation

» Components can be quickly and reliably replaced due to 100 %
mismating and touch-proof protection

Insert coding pin into the cor-
responding slot and twist it off.

Remove coding finger using a
cutting tool.



e X-COM® S and X-COM® S MINI Female Plugs are
modular

¢ Female plug assemblies up to a maximum 15 poles
can be customized

Additional marking option via
snap-on type adapter

TOPJOB® S Jumpers common
X-COM?® S Terminal Blocks. An
end plate provides connection
to TOPJOB® S Terminal Blocks.
2020 and 2022 Series Terminal
Blocks are combinable.

Double Space Savings

With X-COM® S MINI Terminal Blocks
(3.5 mm wide) — save even more
space using double-deck terminal
blocks.

e X-COM® S MINI Female Plugs do not have an
integrated end plate; an end plate must be used
at the end of the carrier terminal block assembly

./.Q

Test plug adapter (CAT I) for 4
mm test plugs or banana plugs —
also suitable for X-COM® S MINI
Terminal Blocks.

female plugs are touch-proof.

WABE 4
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X-COM®S-SYSTEM-MINI

1-Conductor/1-Pin Carrier Terminal Blocks;
2-Conductor/2-Pin Carrier Terminal Blocks, 2020 Series

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A © |300V, 10 A€

Terminal block width 3.5 mm / 0.138 in.
& 2==9..11mm/039in.O

0.14..1(1.5) mm2 @
500 V/6 kv/3 ©
IN13.5A ©

Terminal block width 3.5 mm / 0.138 in.
£ 2=9..11mm/039in.0

|[AWG 24...16

199mm/078in
~—48,5mm/191in —>

- | —
<383 mm/1.51 in—=>

-~ 852mm/3.35in—>

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.14 mm?2 ... 1.5 mm2 “s + fst”;

Push-in conductor sizes: 0.5 mm2 ... 1.5 mm2 “s

and 0.5 mm? ... 0.75 mm?
“insulated ferrule, 10 mm”

@ 500 V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

"

(see Full Line Catalog, Volume 1, Section 14)

@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

@ See application notes for:

Colored push-in type jumper bars, page 163

Star point jumper, page 165
Delta jumper, page 165
Push-in type wire jumper, page 164

Item No. Pa‘.:k' Item No. Pa<‘:k. Accessories
Unit Unit
1-conductor/1-pin carrier terminal block, 2-conductor/2-pin carrier terminal block,
for DIN 35 rail, acc. to EN 60715 for DIN 35 rail, acc. to EN 60715
QO gray 2020-1201 50 QO gray 2020-1401 50 1-conductor female plug
@ blue 2020-1204 50 @ blee 2020-1404 50 a gy 2020-102 100
L
1-conductor/1-pin ground carrier terminal block, 2-conductor/2-pin ground carrier terminal block, ?
for DIN 35 rail, acc. to EN 60715 for DIN 35 rail, acc. to EN 60715 2-conductor female plug
D greenyellow 2020-1207 50 D green-yellow 2020-1407 50 o gray 2020-202 100
&l
Notice: Notice: ‘,
An end plate must be applied to the carrier terminal blocks | An end plate must be applied to the carrier terminal blocks | Test plug adapter,
after each female plug. after each female plug. " for 4 mm @ test plug
ltem-Specific Accessories ltem-Specific Accessories 1 Ble 2009-174 100 {4x25)
End and intermediate plate, 1 mm thick End and intermediate plate, 1 mm thick Banana plug,
orange 2020-1292 100 (4x25) orange 2020-1492 100 (4x25) = & for socket 4 mm @,
- gray 2020-1291 100 (4x25) - gray 2020-1491 100 (4x25) »‘/:’,;‘ color mixed
’ 215-111 50
2020 Series Accessories Testing tap; f -
. . . . & or max. 2.5 mm
Appropriate marking systems: WMB/Marking strips lﬁ p— 2009-182 100 (4x25)
Push-in type jumper bar, insulated, Star point jumper, insulated, Marking strip, plain,
IN 14 A, e In = In terminal block, light gray 11 mm wide,
LA light gray i 1-3-5 2000-405/011-000 50 m roll
I 2-way 2000-402 200 (8x25) e 100 (4x25) white 2009-110 1
3-way 2000-403 200 (8x25)| Push-in type wire jumper, WMB Multi marking system,
4-way 2000-404 200 (8x25)| @ insulated, 10 strips with 10 markers per card,
5-way 2000-405 100 (4x25) INT6A, for 3.5 mm terminal block width
6-way 2000-406 100 (4x25) wire size 1.5 mm? plain 793-3501 5
7-way 2000-407 100 (4x25) L =60 mm 2009-402 100 (10x10)| Screwless end stop,
8-way 2000-408 100 (4x25) L=110mm 2009-404 100 (10x10) for DIN 35 rail,
9-way 2000-409 100 (4x25) L=250mm 2009-406 100 (10x10) e 6 mm wide
10-way 2000-410 100 (4x25) = gray 249-116 100 (4x25)
Push-in type jumper bar, insulated, Protective warning marker, Screwless end stop,
In T4 A, with high-voltage symbol, black, for DIN 35 rail,
!I light gray _oal for 5 terminal blocks 2 10 mm wide
. from 1103 2000-433 200 (8x25) e yellow 2000-115 100 (4x25) = gray 249-117 50 (2x25)
from 1to 4  2000-434 200 (8x25)| Carrier with 6 coding pins,
from1t05  2000-435 100 (4x25) for coding female plugs
from1to 6  2000-436 100 (4x25) *‘ orange 2020-100 100 (4x25)
from 1to7  2000-437 100 (4x25)
from 110 8 2000-438 100 (4x25)| Test pin,
from 1t0 @ 2000-439 100 (4x25) 1 mm@
from 110 10 2000-440 100 (4x25) / 859-500 1
Delta jumper, insulated,
(5) _ In = In terminal block, light gray
Tt 123456  2000-406/020-000
LLEE 100 (4x25)

Approvals see www.wago.com
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X-COM®S-SYSTEM-MINI

1-Conductor/1-Pin Double-Deck Carrier Terminal Blocks

2020 Series

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @

IN13.5A © [300V, 10 A€
Terminal block width 3.5 mm / 0.138 in.

& 2Z=29..11mm/0.39in.O

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 ©
IN13.5A © |300V, 10 AG@

Terminal block width 3.5 mm / 0.138 in.
£ 2=9..11mm/039in.0

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @

IN13.5A @ [300v, 10 A€@
Terminal block width 3.5 mm / 0.138 in.
£ E2=29...11mm/03%9in.O®

112

51,3 mm/2.02 in»=
61,4 mm/2.41 in —

~46,9 mm/1.85 in>~

~—80,1 mm/3.15in——

1,3 mm/2.02 in=
61,4 mm/2.41 in —

h

——

—=46,9 mm/1.85 in>~

~—80,1 mm/3.15in——

51,3 mm/2.02 in»
61,4 mm/2.41 in —»

~46,9 mm/1.85 in>~

~—80,1 mm/3.15in——

Pack.

Item No. Unit

Pack.

It . .
em No Unit

Pack.

It . .
em No Unit

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,
with marker carrier,

gray housing

@)Y 2020-2231 50
ONL 2020-2232 50
OYN 2020-2233 50

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,

without marker carrier,

gray housing

@)Y 2020-2201 50
ONL 2020-2202 50
O YN 2020-2203 50

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,

with marker carrier,

blue housing

@ N/N 2020-2234 50

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,

without marker carrier,

blue housing

@ /N

2020-2204 50

1-conductor/1-pin double-deck carrier terminal
block, ground conductor/through terminal block,
with marker carrier,

gray housing
O PE/N 2020-2247 50
O PE/L 2020-2257 50

1-conductor/ 1-pin double-deck carrier terminal
block, ground conductor/through terminal block,
without marker carrier,
gray housing

O PE/N

O PE/L

2020-2217 50
2020-2227 50

51,3 mm/2.02 in=
61,4 mm/2.41 in —

<46,9 mm/1.85 in>
~-—80,1 mm/3.15in——

1,3 mm/2.02 in=
61,4 mm/2.41 in —

h

<46,9 mm/1.85 in>
~<—80,1 mm/3.15in——>

51,3 mm/2.02 in»
61,4 mm/2.41 in —

~46,9 mm/1.85 in>

<—80,1 mm/3.15in——>

Pack.

Item No. .
em o Unit

Pack.

Item No. .
em o Unit

Pack.

Item No. .
em No Unit

2-conductor/2-pin double-deck carrier terminal
block, 2-conductor/2-pin through terminal block,
with marker carrier, internal commoning, conductor entry
with violet marking,

gray housing

oL

2-conductor/2-pin double-deck carrier terminal
block, 2-conductor/2-pin through terminal block,
without marker carrier, internal commoning, conductor
entry with violet marking,

2020-2238 50

gray housing
oL 2020-2208 50

2-conductor/2-pin double-deck carrier terminal
block, 2-conductor/2-pin through terminal block,
with marker carrier, internal commoning, conductor entry
with violet marking,

blue housing

onN

2-conductor/2-pin double-deck carrier terminal
block, 2-conductor/2-pin through terminal block,
without marker carrier, internal commoning, conductor
entry with violet marking,

2020-2239 50

blue housing

onN

2020-2209 50

2-conductor/2-pin double-deck carrier terminal
block,

2-conductor/2-pin ground conductor terminal block,
with marker carrier, internal commoning,

green-yellow housing

D PE

2-conductor/2-pin double-deck carrier terminal
block,

2-conductor/2-pin ground conductor terminal block,
without marker carrier, internal commoning,

2020-2237 50

green-yellow housing

@)=

2020-2207 50

Approvals see www.wago.com




2020 Series Accessories

Appropriate marking systems: WMB/Marking strips

End and intermediate plate, 1 mm thick

2-conductor female plug

orange 2020-2292 100 (4x25) ?‘g‘ gray 2020-202 100
b gray 20202291 100 (4x25) dﬁ"
Push-in type jumper bar, insulated, Test plug adapter,
In14 A, i for 4 mm @ test plug
It light gray | gray 2009-174 100 (4x25)
L 2way 2000-402 200 (8x25)
3-way 2000-403 200 (8x25)| Banana plug,
4-way 2000-404 200 (8x25) = & for socket 4 mm @,
5way 2000-405 100 (4x25)| @",’ color mixed
6-way 2000-406 100 (4x25) 215-111 50
7-way 2000-407 100 (4x25)| Testing tap,
8-way 2000-408 100 (4x25) Fo for max. 2.5 mm?
9-way 2000-409 100 (4x25) lﬁ gray 2009-182 100 (4x25)
10-way 2000-410 100 (4x25)
Push-in type jumper bar, insulated, Test plug,
In 14 A, with 500 mm cable,
t light gray / 2 mm @
| | from 1to 3 2000-433 200 (8x25) . red 210-136 50
from 1to4  2000-434 200 (8x25)| Test plug,
from1to5  2000-435 100 (4x25) y with 500 mm cable,
from 1to 6 2000-436 100 (4x25) // 2.3 mm Q@
from1to7  2000-437 100 (4x25) yellow 210-137 50
from 1t0 8  2000-438 100 (4x25)| Double-deck marker carrier,
from1t09  2000-439 100 (4x25) pivoting
from 1to 10 2000-440 100 (4x25) “‘?g gray 2000-121 50 (2x25)
Double-deck vertical jumper, insulated, WMB Multi marking system,
(5) IN13.5A 10 strips with 10 markers per card,
light gray 2000-492 100 (4x25) for 3.5 mm terminal block width
plain 793-3501 5
Protective warning marker, Marking strip, plain,
with high-voltage symbol, black, 11 mm wide,
] for 5 terminal blocks 50 m roll
i yellow 2000-115 100 (4x25) white 2009-110 1
Carrier with 6 coding pins,
for coding female plugs
—*‘ orange 2020-100 100 (4x25)
Test pin,
1mm@
/ 859-500 1
1-conductor female plug
. gray 2020-102 100

i

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.14 mm?2 ... 1.5 mm2 “s + fst”;
gy

Push-in conductor sizes: 0.5 mm2 ... 1.5 mm2 “s
and 0.5 mm? ... 0.75 mm?
“insulated ferrule, 10 mm”

@ 500V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Current-carrying capacity curves upon request
@ Strip length, see packaging or instructions.

@ See application notes for:
Colored push-in type jumper bars, page 163
Vertical jumper, page 167

WABE |,



X-COM®S-SYSTEM-MINI

1-Conductor Female Plugs; 2-Conductor Female Plugs

2020 Series

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
& 2Z=29..11mm/0.39in.O

0.14..1(1.5) mm2 @
500 V/6 kv/3 ©
IN13.5A ©

Module width 3.5 mm / 0.138 in.
£ 2=9..11mm/039in.0

|[AWG 24...16

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

1-conductor female plug, for insertion into carrier termi-
nal blocks, with coding fingers, gray

According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

O2 2020-102 100
O3 2020-103 50
O4 2020-104 50
Os 2020-105 50
@F 2020-106 50
Q7 2020-107 25
Os 2020-108 25
Q9 2020-109 25
Q10 2020-110 25
On 2020-111 20
O112 2020-112 20
O13 2020-113 10
O 14 2020-114 10
O1s 2020-115 10
Notice:

An end plate must be applied to the carrier terminal blocks
after each female plug.

2-conductor female p|ug, for insertion into carrier termi-
nal blocks, with coding fingers, gray

According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

O2 2020-202 100
O3 2020-203 50
O 4 2020-204 50
Os 2020-205 50
O6s 2020-206 25
O7 2020-207 25
Os 2020-208 25
Oo9 2020-209 25
O10 2020-210 25
On 2020211 20
O12 2020212 20
O 13 2020213 10
O 14 2020-214 10
O15 2020215 10
Notice:

An end plate must be applied to the carrier terminal blocks
after each female plug.

Accessories Female Plugs

Appropriate marking systems: WMB/Marking strips

Locking lever,
4.8 mm wide

Locking lever,
9.6 mm wide

ﬁ orange 2022-142 100 (4x25) £ orange 2022-152 100 (4x25)
gray 2022-141 100 (4x25) gray 2022-151 100 (4x25)
L f——
s JTas
q 0 il
ﬂj S u <
L} )
[ o
i i
Lf L] u ]
6,5 6,5
22,4 25

L = (pole no. x module width) + 0.7 mm

L = (pole no. x module width) + 0.7 mm

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.14 mm2 ... 1.5 mm2 “s + fst”;
Push-in conductor sizes: 0.5 mm2 ... 1.5 mm?2 “s”
and 0.5 mm? ... 0.75 mm?

“insulated ferrule, 10 mm”

@ 500 V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Current-carrying capacity curves upon request
@ Strip length, see packaging or instructions.

@ ltem-no. suffix
blue .../000-006
green-yellow .../000-016

X-COM®S-SYSTEM terminal block assembly

Dimensions in mm Dimensions in mm

Approvals see www.wago.com
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Types of Assembly [PUSH-IN CAGE CLAMPY
1-Conductor/1-Pin Carrier Terminal Blocks and

1-Conductor Female Plug

67,8
75,3

ndiil
enig

<732,5—>J
59,4

19,1
[ 46,1—>
52,5
T-connector female plug Carrier terminal block with 1-conductor female plug
Commoning option of carrier terminal blocks with 2000 Series push-in type jumper
bars and festing option with 859-500 test pin
@
o R
S
o
o
2] |0
SRy | ¢
YDy i
|y
19,1
46,1
50,9
89,2
2-connector female plug Carrier terminal block with two 1-conductor female plugs
Commoning option of carrier terminal blocks with 2000 Series push-in type jumper
bars and festing option with 859-500 test pin
- 5
2R
o 9
A KT
W
] o
./J o
L
RS )
]
J
A= e
1
84,1
2 x 1-connector female plugs Double deck carrier terminal block with two 1-conductor female plugs

Commoning option of carrier terminal blocks with 2000 Series push-in type jumper
bars and testing option with 859-500 test pin

WABD
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X-COM®S-SYSTEM-MINI

Female Plugs for Self-Assembly

2020 Series
0.14..1(1.5)mm2 @ |AWG24...16 0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kV/3 @ 500 V/6 kV/3 @
IN13.5A © IN13.5A ©
Terminal block width 3.5 mm / 0.138 in. Terminal block width 3.5 mm / 0.138 in.
& 2Z=29..11mm/0.39in.O £ 2=9..11mm/039in.@O
Pack. Pack.

ltem No. Unit Item No. Unit
1-conductor end module, 2-conductor end module,
with coding fingers with coding fingers
QO gray 2020-181 250 O gray 2020-281 250
@ blue 2020-184 250 @ blue 2020-284 250
(D green-yellow 2020-187 250 (D green-yellow 2020-287 250
1-conductor base module with end plate, 2-conductor base module with end plate,
with coding fingers with coding fingers
O gray 2020-161 250 O gray 2020-261 250
@ blue 2020-164 250 @ blue 2020-264 250
(D green-yellow 2020-167 250 (D green-yellow 2020267 250

Accessories Female Plugs

Appropriate marking systems: WMB/Marking strips

Protective warning marker,
with high-voltage symbol, black,

— for 5 terminal blocks
(i
yellow 2000-115 100 (4x25)
Locking lever,
9.6 mm wide
£ orange 2022-152 100 (4x25)
gray 2022-151 100 (4x25)
Locking lever,
4.8 mm wide
ﬂ orange 2022-142 100 (4x25)
gray 2022-141 100 (4x25)
Strain relief plate, gray
— 35 mm width 734-326 100 (4x25)
o 6mmwide 734-327 100 (4x25)
gﬂﬁ'— 12.5 mm width  734-328 100 (4x25)
25 mm wide 734-329 100 (4x25)

WMB Multi marking system,
10 strips with 10 markers per card,
for 3.5 mm terminal block width

plain 793-3501 5
Marking strip, plain,

11 mm wide,

50 m roll

white 2009-110 1

Approvals see www.wago.com




Self-Assembly of Individual Female Plugs

Using modular female plugs from the XXCOM®S-SYSTEM,
female plugs can be customized for applications requiring
varying numbers of poles (e.g., when designing proto-

types).

Modules and Pole Numbers

A self-assembled female plug consists of:
Base module with end plate

and max. 14 end modules.

99

End Module

[PUSH-IN CAGE CLAMPY

Intended Use

According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

Assembly

The appropriate mounting tool shall be used to guarantee
that the individual modules are properly attached to each
other without damaging the locking latches.

@ Conductor sizes: 0.14 mm? ... 1.5 mm?2 “s + f-st”;

"

Push-in conductor sizes: 0.5 mm2 ... 1.5 mm2 s
and 0.5 mm? ... 0.75 mm?
“insulated ferrule, 10 mm”

@ 500 V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

Base Module

Example: 5-Pole, 1-Conductor Female Plug

i

Base module with end plate
2020-167

End module

2020-184

End modules

2020-181

"@Eﬂ@ 117
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X-COM®S-SYSTEM-MINI

Pre-Assembled Female Plugs

2020 Series

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
& 2=9..11mm/039in.O

0.14..1(1.5) mm2 @
500 V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
£ 2=9..11mm/039in.0

|[AWG 24...16

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
£ E2=29...11mm/0.3%9in.@®

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

1-conductor female plug with ground base module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

3 2020-103/000-036 50

4 2020-104/000-036 50

5) 2020-105/000-036 50

6 2020-106/000-036 50

7 2020-107/000-036 25

8 2020-108/000-036 25

9 2020-109/000-036 25
10 2020-110/000-036 25
11 2020-111/000-036 20
12 2020-112/000-036 20
13 2020-113/000-036 10
14 2020-114/000-036 10
15 2020-115/000-036 10

1-conductor female plug with ground end module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

3 2020-103/000-037 50

4 2020-104/000-037 50

) 2020-105/000-037 50

6 2020-106/000-037 50

7 2020-107/000-037 25

8 2020-108/000-037 25

9 2020-109/000-037 25
10 2020-110/000-037 25
11 2020-111/000-037 20
12 2020-112/000-037 20
13 2020-113/000-037 10
14 2020-114/000-037 10
15 2020-115/000-037 10

1-conductor female plug with ground base module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

3 2020-103/000-038 50

4 2020-104/000-038 50

) 2020-105/000-038 50

6 2020-106/000-038 50

7 2020-107/000-038 25

8 2020-108/000-038 25

9 2020-109/000-038 25
10 2020-110/000-038 25
11 2020-111/000-038 20
12 2020-112/000-038 20
13 2020-113/000-038 10
14 2020-114/000-038 10
15 2020-115/000-038 10

Accessories Female Plugs

Appropriate marking systems: WMB/Marking strips

Protective warning marker,

Strain relief plate, gray

WMB Multi marking system,

with high-voltage symbol, black, - 35 mm width 734-326 100 (4x25) 10 strips with 10 markers per card,
] for 5 terminal blocks ~ 4 6 mm wide 734-327 100 (4x25) for 3.5 mm terminal block width
LEs yellow 2000-115 100 (4x25) = 12.5 mm width ~ 734-328 100 (4x25) plain 793-3501 5
Locking lever, 25 mm wide 734-329 100 (4x25)| Marking strip, plain,
9.6 mm wide 11 mm wide,
ﬁ orange 2022-152 100 (4x25) 50 m roll
i gray 2022-151 100 (4x25) white 2009-110 1
Locking lever,
4.8 mm wide
ﬁ orange 2022-142 100 (4x25)
) gray 2022-141 100 (4x25)

Approvals see www.wago.com




[PUSH-IN CAGE CLAMPY

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A O

Module width 3.5 mm / 0.138 in.
£ 2=9...11mm/039in.0

. l I;’ole

@ Conductor sizes: 0.14 mm? ... 1.5 mm?2 “s + f-st”;
Push-in conductor sizes: 0.5 mm2 ... 1.5 mm2 “s"”
and 0.5 mm? ... 0.75 mm?

“insulated ferrule, 10 mm”

@ 500 V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

Pack.

Pole No. ltem No. Unit

1-conductor female plug with ground end module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

3 2020-103/000-039 50

4 2020-104/000-039 50

5) 2020-105/000-039 50

6 2020-106/000-039 50

7 2020-107/000-039 25

8 2020-108/000-039 25

9 2020-109/000-039 25
10 2020-110/000-039 25
11 2020-111/000-039 20
12 2020-112/000-039 20
13 2020-113/000-039 10
14 2020-114/000-039 10
15 2020-115/000-039 10
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X-COM®S-SYSTEM-MINI

Pre-Assembled Female Plugs

2020 Series

0.14..1(1.5)mm2 @ |AWG24...16
500V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
& 2=9...11mm/039in.O

0.14..1(1.5) mm2 @
500 V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
£ 2=9..11mm/039in.0

|[AWG 24...16

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
£ E2=9...11mm/0.3%9in.@®

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

2-conductor female plug with ground base module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

3 2020-203/000-036 50

4 2020-204/000-036 50

5 2020-205/000-036 50

6 2020-206/000-036 25

7 2020-207/000-036 25

8 2020-208/000-036 25

9 2020-209/000-036 25
10 2020-210/000-036 25
11 2020-211/000-036 20
12 2020-212/000-036 20
13 2020-213/000-036 10
14 2020-214/000-036 10
15 2020-215/000-036 10

2-conductor female plug with ground end module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

8 2020-203/000-037 50

4 2020-204/000-037 50

) 2020-205/000-037 50

6 2020-206/000-037 25

7 2020-207/000-037 25

8 2020-208/000-037 25

9 2020-209/000-037 25
10 2020-210/000-037 25
11 2020-211/000-037 20
12 2020-212/000-037 20
13 2020-213/000-037 10
14 2020-214/000-037 10
15 2020-215/000-037 10

2-conductor female plug with ground base module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

Y 2020-203/000-038 50

4 2020-204/000-038 50

) 2020-205/000-038 50

6 2020-206/000-038 25

7 2020-207/000-038 25

8 2020-208/000-038 25

9 2020-209/000-038 25
10 2020-210/000-038 25
11 2020-211/000-038 20
12 2020-212/000-038 20
13 2020-213/000-038 10
14 2020-214/000-038 10
15 2020-215/000-038 10

Accessories Female Plugs

Appropriate marking systems: WMB/Marking strips

Protective warning marker,

Strain relief plate, gray

WMB Multi marking system,

with high-voltage symbol, black, - 35 mm width 734-326 100 (4x25) 10 strips with 10 markers per card,
] for 5 terminal blocks ~ 4 6 mm wide 734-327 100 (4x25) for 3.5 mm terminal block width
W yellow 2000-115 100 (4x25) =7 125mmwidh  734-328 100 (4x25) plain 793-3501 5
Locking lever, 25 mm wide 734-329 100 (4x25)| Marking strip, plain,
9.6 mm wide 11 mm wide,
ﬁ orange 2022-152 100 (4x25) 50 m roll
= gray 2022-151 100 (4x25) white 2009-110 1
Locking lever,
4.8 mm wide
ﬁ orange 2022-142 100 (4x25)
i gray 2022-141 100 (4x25)

Approvals see www.wago.com




[PUSH-IN CAGE CLAMPY

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
£ 2=9..11mm/039in.0

@ Conductor sizes: 0.14 mm? ... 1.5 mm?2 “s + f-st”;
Push-in conductor sizes: 0.5 mm2 ... 1.5 mm2 “s"”
and 0.5 mm? ... 0.75 mm?

“insulated ferrule, 10 mm”

@ 500 V = rated voltage

6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

Pack.

Pole No. ltem No. Unit

2-conductor female plug with ground end module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

8 2020-203/000-039 50

4 2020-204/000-039 50

5) 2020-205/000-039 50

6 2020-206/000-039 25

7 2020-207/000-039 25

8 2020-208/000-039 25

9 2020-209/000-039 25
10 2020-210/000-039 25
11 2020-211/000-039 20
12 2020-212/000-039 20
13 2020-213/000-039 10
14 2020-214/000-039 10
15 2020-215/000-039 10
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X-COM®S-SYSTEM-MINI

1-Conductor Female Plugs with Locking Levers and Strain Relief Plates

2020 Series

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A O

Module width 3.5 mm / 0.138 in.
& 2=9..11mm/039in.O

0.14..1(1.5) mm2 @
500 V/6 kv/3 ®
IN13.5A ©

Module width 3.5 mm / 0.138 in.
£ 2=9..11mm/039in.O

|[AWG 24...16

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
£ =29..11mm/03%9in.@O

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

1-conductor female plug with locking lever, for inser-
tion into carrier terminal blocks, with coding fingers, gray
According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

O2 2020-102/122-000 100
O3 2020-103/122-000 50
O4 2020-104/124-000 50
Os 2020-105/124000 50
@F 2020-106/124-000 25
O7 2020-107/124-000 25
Os 2020-108/124-000 25
Ov9 2020-109/124-000 25
Q10 2020-110/125-000 25
On 2020-111/125000 20
O112 2020-112/125-000 20
O13 2020-113/125-000 10
O 14 2020-114/125-000 10
15 2020-115/125-000 10

1-conductor female plug with strain relief plate, for
insertion into carrier terminal blocks, with coding fingers,
gray

According to EN 61984, connectors without current infer-
rupting capacity shall not be mated and unmated when
live or under load.

O2 2020-102/132-000 100
O3 2020-103/132-000 50
O4 2020-104/133-000 50
Os 2020-105/133-000 50
Oe 2020-106/133-000 25
O7 2020-107/134-000 25
Os 2020-108/134-000 25
Oo9 2020-109/134-000 25
O 10 2020-110/135-000 25
On 2020-111/135-000 20
O112 2020-112/135-000 20
O3 2020-113/135-000 10
O 14 2020-114/135-000 10
O1s 2020-115/135-000 10

1-conductor female plug with strain relief plate and
locking lever, for insertion into carrier terminal blocks,
with coding fingers, gray

According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

O2 2020-102/142-000 100
O3 2020-103/142-000 50
O4 2020-104/143-000 50
Os 2020-105/143-000 50
Oe 2020-106/143-000 25
O7 2020-107/144-000 25
Os 2020-108/144-000 25
Oo9 2020-109/144-000 25
O 10 2020-110/145-000 25
OoOn 2020-111/145-000 20
O 12 2020-112/145-000 20
O3 2020-113/145-000 10
Q114 2020-114/145-000 10
O1s 2020-115/145-000 10

Accessories Female Plugs

Appropriate marking systems: WMB/Marking strips

Protective warning marker,
with high-voltage symbol, black,
for 5 terminal blocks

WMB Multi marking system,
10 strips with 10 markers per card,
for 3.5 mm terminal block width

wr e 2000115 100 (4x25) plain 7933501 5
Locking lever, Marking strip, plain,
9.6 mm wide 11 mm wide,
ﬁ orange 2022-152 100 (4x25) 50 m roll
g gray 2022-151 100 (4x25) white 2009-110
Locking lever,
4.8 mm wide
"ﬂ—. orange 2022-142 100 (4x25)
gray 2022-141 100 (4x25)
Strain relief plate, gray
i 35 mm width 734-326 100 (4x25)
- 6 mm wide 734-327 100 (4x25)
ST 125 mmwidh - 734-328 100 (4x25)
25 mm wide 734-329 100 (4x25)

Approvals see www.wago.com




[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.14 mm?2 ... 1.5 mm2 “s + fst”;
Push-in conductor sizes: 0.5 mm? ... 1.5 mm? “s”
and 0.5 mm2 ... 0.75 mm?

“insulated ferrule, 10 mm”

@ 500V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

Strain Relief Plate (SRP), Gray Locking Levers (LL), Gray SRP and LL, Gray
Assembled Assembled Assembled
SRP Pole No. Quantity  T-way 2-way
ltem No. ltem No. ltem No.
Suffix Suffix Suffix

ltem No. Color  Width

734327 gray  6mm /132-0xx 2103 1 /122-0xx - /142-0xx
734328 gray 12.5mm /133-0xx 4106 1 - /124-0xx /143-0xx
734329 gray  25mm /134-0xx 7109 1 - /124-0xx /144-0xx
734326 gray  35mm /135-0xx 10to 15 2 - /125-0xx /1450xx

For colored female plugs, the item number suffix “xx” must be replaced by the blue “-006”
and the green-yellow “-016" color suffix.

Dimensions of locking levers
48

~ Descripfion Color ltem Suffix
No. No.
T-conductor
) { female plug gray 2020-102 none
— 2 to 15pole blue to /000-006
— greenyellow  2020-115 /000016
*{
2-pole
[

f= 17,5+

f=— 20

€=
X

ja—— 30 —»

ol 125 le—35

Dimensions of strain relief plates
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X-COM®S-SYSTEM-MINI

2-Conductor Female Plugs with Locking Levers and Strain Relief Plates

2020 Series

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A ©

Module width 3.5 mm / 0.138 in.
& 2==9..11mm/039in.O

0.14..1(1.5) mm2 @
500 V/6 kv/3 ©
IN13.5A ©

Module width 3.5 mm / 0.138 in.
£ 2=9..11mm/039in.0

|[AWG 24...16

0.14..1(1.5)mm2 @ |AWG24...16
500 V/6 kv/3 @
IN13.5A O

Module width 3.5 mm / 0.138 in.
£ E2=29...11mm/03%9in.O®

Pole
Pole 1
A " 4\*“*

J

-

N

i

i

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

2-conductor female plug with locking lever, for inser-
tion into carrier terminal blocks, with coding fingers, gray
According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

O2 2020-202/122-000 100
O3 2020-203/122-000 50
O4 2020-204/124-000 50
Os 2020-205/124-000 50
Oes 2020-206/124-000 25
O7 2020-207/124-000 25
Os 2020-208/124-000 25
Ov9 2020-209/124-000 25
O 10 2020-210/125-000 25
On 2020-211/125000 20
O112 2020-212/125-000 20
O3 2020-213/125-000 10
O 14 2020-214/125-000 10
15 2020-215/125-000 10

2-conductor female plug with strain relief plate, for
insertion into carrier terminal blocks, with coding fingers,
gray

According to EN 61984, connectors without current infer-
rupting capacity shall not be mated and unmated when
live or under load.

O2 2020-202/132-000 100
O3 2020-203/132-000 50
O4 2020-204/133-000 50
Os 2020-205/133-000 50
Os 2020-206/133-000 25
O7 2020-207/134-000 25
Os 2020-208/134-000 25
O9 2020-209/134-000 25
OO0 2020-210/135-000 25
On 2020-211/135-000 20
O12 2020-212/135-000 20
O3 2020-213/135-000 10
Q114 2020-214/135000 10
O15 2020-215/135-000 10

2-conductor female plug with strain relief plate and
locking lever, for insertion into carrier terminal blocks,
with coding fingers, gray

According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

O2 2020-202/142-000 100
O3 2020-203/142-000 50
O4 2020-204/143-000 50
Os 2020-205/143-000 50
Oe 2020-206/143-000 25
O7 2020-207/144-000 25
Os 2020-208/144-000 25
Oo9 2020-209/144-000 25
O 10 2020-210/145-000 25
On 2020-211/145-000 20
O12 2020-212/145-000 20
O3 2020-213/145-000 10
O14 2020-214/145-000 10
O1s 2020-215/145-000 10

Accessories Female Plugs

Appropriate marking systems: WMB/Marking strips

Protective warning marker,
with high-voltage symbol, black,
for 5 terminal blocks

WMB Multi marking system,
10 strips with 10 markers per card,
for 3.5 mm terminal block width

e 2000-115 100 (4x25) olain 7933501
Locking lever, Marking strip, plain,
9.6 mm wide 11 mm wide,
ﬁ orange 2022-152 100 (4x25) 50 m roll
= gray 2022-151 100 (4x25) white 2009-110
Locking lever,
4.8 mm wide
"ﬂ—. orange 2022-142 100 (4x25)
gray 2022-141 100 (4x25)
Strain relief plate, gray
— 35 mm width 734-326 100 (4x25)
- 25 mm wide 734-329 100 (4x25)
= 6 mmwide 734327 100 (4x25)
12.5 mm width  734-328 100 (4x25)

Approvals see www.wago.com




[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.14 mm?2 ... 1.5 mm2 “s + fst”;
Push-in conductor sizes: 0.5 mm? ... 1.5 mm? “s”
and 0.5 mm2 ... 0.75 mm?

“insulated ferrule, 10 mm”

@ 500V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

Strain Relief Plate (SRP), Gray Locking Levers (LL), Gray SRP and LL, Gray
Assembled Assembled Assembled
SRP Pole No. Quantity  1-way 2-way
ltem No. ltem No. Item No.
Suffix Suffix Suffix
ltem No.  Color ~ Width
734327 gray  6mm /132-0xx 2t03 1 /122-0xx - /142-0xx
734328 gray 12.5mm /133-0xx 4106 1 - /124-0xx /143-0xx
734329 gray  25mm /134-0xx 7109 1 - /124-0xx /144-0xx
734326 gray  35mm /135-0xx 10to 15 2 - /125-0xx /145-0xx
For colored female plugs, the item number suffix “xx” must be replaced by the blue “-006”
and the green-yellow “-016" color suffix.
Dimensions of locking levers
e Description Color Item Suffix
No. No.
2-conductor
Y female plug  gray 2020-202 none
N 2to 15pole  blue to /000006
|| greenyellow 2020215 /000016

]
|

o
=1l

1 5-pole 15pole
T b '@ ]
g s L
o) €=
i I
L DaY,
Hole 125k 35

Dimensions of strain relief plates
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X-COM®S-SYSTEM

1-Conductor/ 1-Pin Carrier Terminal Blocks

2022 Series

0.25..2.5 (4) mm2 @ |AWG 22 ... 12
690V/6kV/3 @ 600V, 5 AN
IN24 A (32A) ©

Terminal block width 5.2 mm / 0.205 in.
& 2==10...12mm/0.43 in.®

0.25..2.5 (4) mm2 @ |AWG 22... 12

Terminal block width 5.2 mm / 0.205 in.
£ 2=10...12mm/0.43 in.®

—_—

32,5 mm/.
1.28in

=286mm/1.13in>
~—48,5mm/1.91 in—»

~286mm/1.13in>

<——50,8 mm/2 in—»

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm?2 ... 4 mm2 “s + fst”;
Push-in conductor sizes: 0.75 mm2 ... 4 mm?2 “s
and 0.75 mm2 ... 2.5 mm?2
“insulated ferrule, 12 mm”

@ 690 V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

"

@ Current-carrying capacity curves upon request
@ Strip length, see packaging or instructions.

@ See application notes for:
Colored push-in type jumper bars, page 163
Staggered jumper, page 166
Delta jumper, page 165
Star point jumper, page 165
Adjacent jumper for continuous commoning,
page 163
Push-in type wire jumper, page 164

ltem No. Pa‘.:k' Item No. Pac‘:k. Accessories
Unit Unit
1-conductor/1-pin carrier terminal block, 1-conductor/ 1-pin ground carrier terminal block,
for DIN 35 rail, acc. to EN 60715 for DIN 35 rail, acc. to EN 60715
QO gray 2022-1201 100 (D green-yellow 2022-1207 100 Push-in type wire jumper,
@ blue 2022-1204 100 (5) insulated,
. orange 2022-1202 100 f \ In16 A,
wire size 1.5 mm?
L =60 mm 2009-412 100 (10x10)
L=110mm 2009-414 100 (10x10)
ltem-Specific Accessories L=250mm  2009-416 100 (10x10)
Protective warning marker, Carrier with 6 coding pins,
with high-voltage symbol, black, J for coding female plugs
=7 for5 terminal blocks .—’-‘ orange 2022-100 100 (4x25)
o 2002115 100 (4x25) I\
2022 Series Accessories Test pin,
Appropriate marking systems: WMB/WMB Inline/Marking strips / 1 mm 3 859500 :
End and intermediate plate, 1 mm thick Push-in type jumper bar, insulated, 1-conductor female plug
orange 2022-1292 100 (4x25) IN25 A, gray 2022-101 200
‘ gray 2022-1291 100 (4x25) light gray f
from 1to 3 2002-433 200 (8x25)
Insulation stop, from1to4  2002-434 200 (8x25)| WMB Multi marking system,
5 pcs/strip, from 1to 5 2002-435 100 (4x25) 10 strips with 10 markers per card,
0.25 ... 0.5 mm? from1to 6  2002-436 100 (4x25) stretchable 5 ... 5.2 mm
light gray 2002-171 200 (8x25) from1to7  2002-437 100 (4x25) plain 793-5501 5
Insulation stop, from1t08  2002-438 100 (4x25)| WMB Multi marking system, plain,
5 pes/strip, from1t0o9  2002-439 100 (4x25) 10 strips with 10 markers per card,
w 0.75 ... 1 mm? from 1to 10 2002-440 100 (4x25) stretchable 5 ... 5.2 mm
dark gray 2002-172 200 (8x25) yellow 793-5501/000-002
Push-in type jumper bar, insulated, Staggered jumper, red 793-5501/000-005
In25 A, 6"_____,___..—_- insulated, blue 793-5501/000-006
i light gray T I‘ [ 254, gray 793-5501/000-007
L 2-way 2002-402 200 (8x25) | LILEE light gray orange 793-5501/000-012
3-way 2002-403 200 (8x25) 2-way 2002-472 100 (4x25) light green 793-5501/000-017
4-way 2002-404 200 (8x25) 3-way 2002-473 100 (4x25) green 793-5501/000-023
5-way 2002-405 100 (4x25) 4-way 2002-474 100 (4x25) violet 793-5501/000-024
6-way 2002-406 100 (4x25) 5-way 2002-475 50 (2x25) 5
7-way 2002-407 100 (4x25) 6-way 2002-476 50 (2x25)| WMB Inline, plain,
8-way 2002-408 100 (4x25) 7-way 2002-477 50 (2x25) stretchable 5 ... 5.2 mm,
9-way 2002-409 100 (4x25) 8-way 2002-478 50 (2x25) » 1,500 WMB markers, 5 mm, on roll
10-way 2002-410 100 (4x25) 9-way 2002-479 50 (2x25) a white 2009-115 1
Delta jumper, insulated, 10-way 2002-480 50 (2x25)| Marking strip, plain,
(5] _ In = In terminal block, light gray 11-way 2002-481 50 (2x25) 11 mm wide,
N ,ﬂl i 1-23-456  2002-406/020-000 12-way 2002-482 50 (2x25) 50 m roll
LIt 100 (4x25) white 2009-110 1
Star point jumper, insulated, Adjacent jumper for continuous commoning, insulated) Screwless end stop,
(5) - In = In terminal block, light gray IN25 A, for DIN 35 rail,
Tl 1-3-5 2002-405/011-000 light gray a1l 6 mm wide
e’ 100 (4x25) 2way 2002-400 100 (4x25) = 249116 100 (4x25)

Approvals see www.wago.com




Types of Assembly [PUSH-IN CAGE CLAMPY
1-Conductor/1-Pin Carrier Terminal Blocks and

1-Conductor Female Plugs

75,3

67,8

<732,5—>J
59,4

19,1

[ 46,1—>

X-COM® S terminal block assembly Ground carrier terminal block

67,8
75,3

[eem)
«—32,5 4’1
59,4

19,1
46,1 —>
52,5
1-conductor female plug Carrier terminal block
Carrier terminal blocks can be commoned via 2002 Series push-in type jumper bars.
Q l 1]
S
o 3
N
N
Sl
./J 5
L/ =S
7 e
= \ c
T
84,1
2 x 1-conductor female plugs Double-deck carrier terminal block

Carrier terminal blocks can be commoned via 2002 Series push-in type jumper bars.
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X-COM®S-SYSTEM

2-Conductor/ 1-Pin Carrier Terminal Blocks;
2-Conductor/2-Pin Carrier Terminal Blocks, 2022 Series

0.25..2.5 (4) mm2 @ |AWG 22 ... 12
690V/6kV/3 @ 600V, 5 AN
IN24 A (32A) ©

Terminal block width 5.2 mm / 0.205 in.
& 2=10...12mm/0.43 in.®

0.25..2.5(4) mm2 @ |AWG 22 ...12
690V/6 kV/3 @ 600V, 5 AN
IN24 A (28 A) ©

Terminal block width 5.2 mm / 0.205 in.
& =10...12mm/0.43in.®

~=-39,2mm/1.55in =
<592 mm/2.33in ——>

~ 46,6 mm/1.83 in =

86,2 mm/3.39 in

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm?2 ... 4 mm2 “s + fst”;
Push-in conductor sizes: 0.75 mm?2 ... 4 mm?2 “s
and 0.75 mm? ... 2.5 mm?

“insulated ferrule, 12 mm”

@ 690V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

"

Q Current-carrying capacity curves upon request
@ Strip length, see packaging or instructions.

@ See application notes for:
Colored push-in type jumper bars, page 163
Staggered jumper, page 166
Delta jumper, page 165
Star point jumper, page 165
Adjacent jumper for continuous commoning,
page 163
Push-in type wire jumper, page 164

ltem No. Pa‘.:k' Item No. Pa?k' Accessories
Unit Unit
2-conductor/ 1-pin carrier terminal block, 2-conductor/2-pin carrier terminal block,
for DIN 35 rail, acc. to EN 60715 for DIN 35 rail, acc. to EN 60715
O gray 2022-1301 100 O gray 2022-1401 50 Adjacent jumper for continuous commoning, insulated
@ blue 2022-1304 100 @ blue 2022-1404 50 In 25 A,
@ orange 2022-1302 100 © orange 2022-1402 50 light gray
2-way 2002-400 100 (4x25)
2-conductor/ 1-pin ground carrier terminal block, 2-conductor/2-pin ground carrier terminal block, Push-in type wire jumper,
for DIN 35 rail, acc. to EN 60715 for DIN 35 rail, acc. to EN 60715 (5] insulated,
(D greenyellow 2022-1307 100 (D green-yellow 2022-1407 50 { \ In16 A,
wire size 1.5 mm?
L =60 mm 2009-412 100 (10x10)
L=110mm 2009-414 100 (10x10)
ltem-Specific Accessories ltem-Specific Accessories L=250mm 2009-416 100 (10x10)
End and intermediate plate, 1 mm thick End and intermediate plate, 1 mm thick Carrier with 6 coding pins,
orange 2022-1392 100 (4x25) orange 2022-1492 100 (4x25) y for coding female plugs
' gray 2022-1391 100 (4x25) m gray 2022-1491 100 (4x25) —" orange 2022-100 100 (4x25)
2022 Series Accessories U
Appropriate marking systems: WMB/WMB Inline/Marking strips / tmm@ LS :
Insulation stop, Push-in type jumper bar, insulated, Protective warning marker,
5 pes/strip, IN25 A, with high-voltage symbol, black,
0.25 ... 0.5 mm? light gray i for 5 terminal blocks
light gray 2002171 200 (8x25) fom 1103  2002-433 200 (8x25)|  Bo° yellow 2002-115 100 (4x25)
Insulation stop, from 1to 4  2002-434 200 (8x25)| 1-conductor female plug
5 pes/strip, from1to5  2002-435 100 (4x25) gray 2022-101 200
w 0.75 ... 1 mm? from 1to 6 2002-436 100 (4x25) '
dark gray 2002-172 200 (8x25) from1to7  2002-437 100 (4x25)
Push-in type jumper bar, insulated, from 1t08  2002-438 100 (4x25)| WMB Multi marking system,
In 25 A, from 1t0 9 2002-439 100 (4x25) 10 strips with 10 markers per card,
i light gray from 1to 10 2002-440 100 (4x25) stretchable 5 ... 5.2 mm
it 2.way 2002-402 200 (8x25) plain 793-5501 5
3-way 2002-403 200 (8x25)| Staggered jumper, WMB Multi marking system, plain,
4-way 2002-404 200 (8x25) e‘_‘____,_,.,-f insulated, 10 strips with 10 markers per card,
5-way 2002-405 100 (4x25) e ' N25A, stretchable 5 ... 5.2 mm
6-way 2002-406 100 (4x25) L light gray yellow 793-5501/000-002
7-way 2002-407 100 (4x25) 2-way 2002-472 100 (4x25) red 793-5501/000-005
8-way 2002-408 100 (4x25) 3-way 2002-473 100 (4x25) blue 793-5501/000-006
9-way 2002-409 100 (4x25) 4-way 2002-474 100 (4x25) gray 793-5501/000-007
10-way 2002-410 100 (4x25) 5-way 2002-475 50 (2x25) orange 793-5501/000-012
Delta jumper, insulated, 6-way 2002-476 50 (2x25) light green 793-5501/000-017
(6] _ In = Iy terminal block, light gray 7-way 2002-477 50 (2x25) green 793-5501/000-023
il 123456  2002-406/020-000 8-way 2002-478 50 (2x25) violet 793-5501/000-024
LI 100 (4x25) Q-way 2002-479 50 (2x25) 5
Star point jumper, insulated, 10-way 2002-480 50 (2x25)| WMB Inline, plain,
[6) - In = In terminal block, light gray 11-way 2002-481 50 (2x25) stretchable 5 ... 5.2 mm,
Tl 1-3-5 2002-405/011-000 12-way 2002-482 50 (2x25) 5 1,500 WMB markers, 5 mm, on roll
Lk 100 (4x25) "~ whik 2009-115 1

Approvals see www.wago.com




X-COM®S-SYSTEM
1-Conductor Female Plugs
2022 Series

0.25..2.5 (4) mm2 @ |AWG 22...12
690 V/6 kV/3 @
IN24 A (32A) ©

Module width 5.2 mm / 0.205 in.
£ 2=10...12mm/ 0.43 in.®

Pack.

Pole No. Unit

Item No.

1-conductor female plug, for insertion into carrier termi-
nal blocks, with coding fingers, gray

Accessories
Appropriate marking systems:
WMB/Marking strips/WMB Inline

According to EN 61984, connectors without current inter- | Insulation stop,

rupting capacity shall not be mated and unmated when 5 pes/strip,

live or under load. 0.25 ... 0.5 mm?

On 2022-101 200 light gray 2002-171 200 (8x25)
O2 2022-102 200 Insulation stop,

O3 2022-103 100 5 pes/strip,

O 4 2022-104 100 w 0.75 ... 1 mm?

Os 2022-105 50 dark gray 2002-172 200 (8x25)
O6s 2022-106 50 Locking lever,

O7 2022-107 50 4.8 mm wide

Os 2022-108 50 orange 2022-142 100 (4x25)
O9 2022-109 50 ﬁ gray 2022-141 100 (4x25)
OO0 2022-110 25 Locking lever,

On 2022-111 25 9.6 mm wide

O12 2022-112 25 orange 2022-152 100 (4x25)
O13 2022-113 25 £ gray 2022-151 100 (4x25)
O 14 2022-114 25 Protective warning marker,

O1s 2022-115 25 with high-voltage symbol, black,

1-conductor female plug, for insertion into carrier termi-

for 5 terminal blocks

nal blocks, with coding fingers, green-yellow

According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

.

gt yellow 2002-115 100 (4x25)
Carrier with 6 coding pins,
for coding female plugs
orange 2022-100 100 (4x25)

D1 2022-101/000-016 200 Strain relief plate, gray
O 2 2022-102/000-016 200 po— 35 mm width 734-326 100 (4x25)
Sy 6mmwide 734-327 100 (4x25)
T 125 mmwidth 734328 100 (4x25)
25 mm wide 734-329 100 (4x25)
55 mm width 734-430 50 (2x25)
75 mm width 734-431 50 (2x25)
WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm
L plain 793-5501 5
ﬂ 24 7 WMB Inline, plain,
: ‘ stretchable 5 ... 5.2 mm,
! 13' 1,500 WMB markers, 5 mm, on roll
N white 2009-115 1
) j 2 Marking strip, plain,
/ N 11 mm wide,
50 m roll
white 2009-110 1

L = pole no. x module width

Dimensions in mm

Approvals see www.wago.com

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm? “s + f-st”;
Push-in conductor sizes: 0.75 mm?2 ... 4 mm? “s”
and 0.75 mm2 ... 2.5 mm?

“insulated ferrule, 12 mm”

@ 690V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Current-carrying capacity curves upon request
@ Strip length, see packaging or instructions.

@ ltem-no. suffix
blue .../000-006

.../000-012

orange

To code a female plug, remove the desired coding finger
using a suitable tool.

tion of the carrier terminal block.
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X-COM®S-SYSTEM

1-Conductor/1-Pin Double-Deck Carrier Terminal Blocks

2022 Series

0.25..2.5 (4) mm2 @ |AWG 22 ... 12
690V/6kV/3 @ 600V, 20 AR
IN24 A (28 A) ©

Terminal block width 5.2 mm / 0.205 in.
& 2=10...12mm/0.43 in.®

0.25..2.5(4) mm2 @ |AWG 22 ...12
690V/6 kV/3 @ 600V, 20 AN
IN24 A (28 A) ©

Terminal block width 5.2 mm / 0.205 in.
& =10...12mm/0.43in.®

0.25..2.5 (4) mm2 @ |AWG 22 ...12
690V/6 kV/3 @ 600V, 20 AN
IN24 A (28 A) ©

Terminal block width 5.2 mm / 0.205 in.
£ =10...12mm/0.43in.®

61,4 mm/2.41 in —»

51,3 mm/2.02 in =

~46,9 mm/1.85 in>~

~—80,1 mm/3.15in——

61,4mm/2.41 in —

51,3 mm/2.02 in =

—=46,9 mm/1.85 in>~

~—80,1 mm/3.15in——

1,3mm/2.02 in —»
61,4mm/2.41 in —»

\

~46,9 mm/1.85 in>~

~—80,1 mm/3.15in——

Pack.

Item No. Unit

Pack.

It . .
em No Unit

Pack.

It . .
em No Unit

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,
with marker carrier,

gray housing

@)Y 2022-2231 50
ONL 2022-2232 50
OYN 2022-2233 50

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,

without marker carrier,

gray housing

@)Y 2022-2201 50
ONL 2022-2202 50
O YN 2022-2203 50

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,

with marker carrier,

blue housing

@ N/N 2022-2234 50

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,

without marker carrier,

blue housing

@ /N 2022-2204 50

1-conductor/1-pin double-deck carrier terminal
block, ground conductor/through terminal block,
with marker carrier,

gray housing
O PE/N 2022-2247 50
O PE/L 2022-2257 50

1-conductor/ 1-pin double-deck carrier terminal
block, ground conductor/through terminal block,
without marker carrier,
gray housing

O PE/N

O PE/L

2022-2217 50
2022-2227 50

51,3 mm/2.02 in =
61,4mm/2.41 in —»

<46,9 mm/1.85 in>
~-—80,1 mm/3.15in——

51,3 mm/2.02 in =
61,4 mm/2.41 in —=

<46,9 mm/1.85 in>
~<—80,1 mm/3.15in——>

61,4 mm/2.41 in —

51,3 mm/2.02 in =

~46,9 mm/1.85 in>
<—80,1 mm/3.15in——>

Pack.

Item No. .
em o Unit

Pack.

Item No. .
em o Unit

Pack.

Item No. .
em No Unit

2-conductor/2-pin double-deck carrier terminal
block, 2-conductor/2-pin through terminal block,
with marker carrier, internal commoning, conductor entry
with violet marking,
gray housing

oL 2022-2238 50
2-conductor/2-pin double-deck carrier terminal
block, 2-conductor/2-pin through terminal block,
without marker carrier, internal commoning, conductor
entry with violet marking,

gray housing

Ol 2022-2208 50

2-conductor/2-pin double-deck carrier terminal
block, 2-conductor/2-pin through terminal block,
with marker carrier, internal commoning, conductor entry
with violet marking,
blue housing
onN 2022-2239 50
2-conductor/2-pin double-deck carrier terminal
block, 2-conductor/2-pin through terminal block,
without marker carrier, internal commoning, conductor
entry with violet marking,

blue housing

onN

2022-2209 50

2-conductor/2-pin double-deck carrier terminal
block,

2-conductor/2-pin ground conductor terminal block,
with marker carrier, internal commoning,

green-yellow housing
D PE 2022-2237 50
2-conductor/2-pin double-deck carrier terminal
block,

2-conductor/2-pin ground conductor terminal block,
without marker carrier, internal commoning,

green-yellow housing

@)=

2022-2207 50

Approvals see www.wago.com




[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm?2 “s + f-st”;
Push-in conductor sizes: 0.75 mm2 ... 4 mm?2 “s”
and 0.75 mm? ... 2.5 mm?

“insulated ferrule, 12 mm”

@ 690V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

@ See application notes for:
Colored push-in type jumper bars, page 163
Vertical jumper, page 167

2022 Series Accessories
Appropriate marking systems: WMB/WMB Inline/Marking strips

End and intermediate plate, 1 mm thick 1-conductor female plug
orange 2022-2292 100 (4x25) gray 2022-101 200
& gray 20222291 100 (4x25) '
Insulation stop, Protective warning marker,
5 pes/strip, with high-voltage symbol, black,
0.25...0.5 mm? - for 5 terminal blocks
light gray 2002-171 200 (8x25) e yellow 2002-115 100 (4x25)| ¥
Insulation stop, Double-deck marker carrier, Marking
5 pes/strip, & pivoting with marker strip 2009-198
w 0.75 ... 1 mm? "’Gr gray 2002-121 50 (2x25)
dark gray 2002-172 200 (8x25)
Push-in type jumper bar, insulated, WMB Multi marking system,
In25 A, 10 strips with 10 markers per card,
i light gray stretchable 5 ... 5.2 mm
AL 2-way 2002-402 200 (8x25) plain 793-5501 5
3-way 2002-403 200 (8x25)| WMB Multi marking system, plain,
4-way 2002-404 200 (8x25) 10 strips with 10 markers per card,
5-way 2002-405 100 (4x25) stretchable 5 ... 5.2 mm
6-way 2002-406 100 (4x25) ¥ yellow 793-5501/000-002
7-way 2002-407 100 (4x25) red 793-5501/000-005
8-way 2002-408 100 (4x25) blue 793-5501/000-006
9-way 2002-409 100 (4x25) gray 793-5501/000-007
10-way 2002-410 100 (4x25) orange 793-5501/000-012
Push-in type jumper bar, insulated, light green 793-5501/000-017
In25A, green 793-5501/000-023
i light gray violet 793-5501/000-024
) from 1103  2002-433 200 (8x25) 5
from 1to 4 2002-434 200 (8x25)| WMB Inline, plain,
from 1to 5 2002-435 100 (4x25) stretchable 5 ... 5.2 mm,
from 1to 6 2002-436 100 (4x25) *’3! 1,500 WMB markers, 5 mm, on roll
from 1to 7 2002-437 100 (4x25) white 2009-115 1
from1to8  2002-438 100 (4x25)| Marking strip, plain,
from 1to9  2002-439 100 (4x25) 11 mm wide,
from 1to 10 2002-440 100 (4x25) . 50 m roll
white 2009-110 1
Double-deck vertical jumper, insulated,
e Iy 24 A
lightgray ~ 2002-492 100 (4x25)
orange 2002-492/000-012

Carrier with 6 coding pins,

4y for coding female plugs
* orange 2022-100 100 (4x25)

Test pin,

1 mm @
/ 859-500 1

WABE |,
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X-COM®S-SYSTEM

Female Plugs for Self-Assembly

2022 Series
0.25..2.5 (4) mm2 @ |AWG 22 ... 12
690V/6kV/3 @ 600V, 20 AR

IN24A(32A) ©

Terminal block width 5.2 mm / 0.205 in.
& 2=10...12mm/0.43 in.®

Pack.

Item No. Unit
1-conductor end module,
with coding fingers
QO gray 2022-181 250
@ blue 2022-184 250
@ orange 2022-182 250
(D greenyellow 2022-187 250
1-conductor center module,
with coding fingers
QO gray 2022-171 250
@ blue 2022-174 250
@ orange 2022-172 250
(D greenyellow 2022-177 250

1-conductor base module, with integrated end plate,
with coding fingers

O gray 2022-161 250
@ blue 2022-164 250
@ orange 2022-162 250
(D green-yellow 2022-167 250

Accessories Female Plugs

Appropriate marking systems: WMB/WMB Inline/Marking strips

Insulation stop,

Protective warning marker,

5 pes/strip, with high-voltage symbol, black,
0.25 ... 0.5 mm? o for 5 terminal blocks
light gray 2002-171 200 (8x25) s yellow 2002-115 100 (4x25)
Insulation stop, WMB Multi marking system,
5 pes/strip, 10 strips with 10 markers per card,
” 0.75 ... 1 mm? stretchable 5 ... 5.2 mm
dark gray 2002-172 200 (8x25) plain 793-5501 5
Locking lever, WMB Multi marking system, plain,
4.8 mm wide 10 strips with 10 markers per card,
ﬂ. orange 2022-142 100 (4x25) stretchable 5 ... 5.2 mm
gray 2022-141 100 (4x25) yellow 793-5501/000-002
Locking lever, red 793-5501/000-005
9.6 mm wide blue 793-5501/000-006
£ orange 2022-152 100 (4x25) gray 793-5501/000-007
gray 2022-151 100 (4x25) orange 793-5501/000-012
Strain relief plate, gray light green 793-5501/000-017
— 35 mm width 734-326 100 (4x25) green 793-5501/000-023
Pae 6 mm wide 734-327 100 (4x25) violet 793-5501/000-024
_— 12.5 mm width ~ 734-328 100 (4x25) 5
25 mm wide 734-329 100 (4x25)| WMB Inline, plain,
55 mm width 734-430 50 (2x25) stretchable 5 ... 5.2 mm,
75 mm width 734431 50 (2x25) c 1,500 WMB markers, 5 mm, on roll

white 2009-115 1

Approvals see www.wago.com




Self-Assembly of Individual Female Plugs

Using modular female plugs from the XxCOM®S-SYSTEM,
female plugs can be customized for applications requiring
varying numbers of poles (e.g., when designing proto-

types).

Modules and Pole Numbers

A self-assembled female plug consists of:

Base module with integrated end plate

up to 13 center modules (corresponding to a 15-pole
female plug = maximum number of poles)

end module.

Intended Use

According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

Assembly

The appropriate mounting tool shall be used to guarantee
that the individual modules are properly attached to each
other without damaging the locking latches.

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm?2 “s + fst”;
Push-in conductor sizes: 0.75 mm2 ... 4 mm2 “s”
and 0.75 mm2 ... 2.5 mm?

“insulated ferrule, 12 mm”

@ 690V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

End Module

Center Module

Example: 5-Pole, 1-Conductor Female Plug

=

|

2022-167

Center module

2022-174

Center modules

2022-171
End module

2022-181

Base Module

Base module with integrated end plate

i A E T
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X-COM®S-SYSTEM

Pre-Assembled Female Plugs

2022 Series

0.25..2.5 (4) mm2 @ |AWG 22... 12 0.25..2.5 (4) mm2 @ |AWG 22... 12 0.25..2.5 (4) mm2 @ |AWG 22...12
690 V/6 kV/3 @ 690 V/6 kV/3 @ 690 V/6 kV/3 @

IN24A(32A) © IN24A(32A) © IN24A(32A) ©

Module width 5.2 mm / 0.205 in.
& 2==10...12mm/0.43in.®

Module width 5.2 mm / 0.205 in.
& ==10...12mm/0.43in.®

Module width 5.2 mm / 0.205 in.
£ =10...12mm/0.43 in.@®

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

1-conductor female plug with ground base module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

3 2022-103/000-036 100
4 2022-104/000-036 100
5) 2022-105/000-036 50
6 2022-106/000-036 50
7 2022-107/000-036 50
8 2022-108/000-036 50
9 2022-109/000-036 50
10 2022-110/000-036 25
11 2022-111/000-036 25
12 2022-112/000-036 25
13 2022-113/000-036 25
14 2022-114/000-036 25
15 2022-115/000-036 25

1-conductor female plug with ground end module
(green-yellow),

for insertion into carrier terminal blocks, with coding fin-
gers

3 2022-103/000-037 100
4 2022-104/000-037 100
5) 2022-105/000-037 50
6 2022-106/000-037 50
7 2022-107/000-037 50
8 2022-108/000-037 50
9 2022-109/000-037 50
10 2022-110/000-037 25
11 2022-111/000-037 25
12 2022-112/000-037 25
13 2022-113/000-037 25
14 2022-114/000-037 25
15 2022-115/000-037 25

1-conductor female plug with ground base module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

3 2022-103/000-038 100
4 2022-104/000-038 100
5 2022-105/000-038 50
6 2022-106/000-038 50
7 2022-107/000-038 50
8 2022-108/000-038 50
9 2022-109/000-038 50
10 2022-110/000-038 25
11 2022-111/000-038 25
12 2022-112/000-038 25
13 2022-113/000-038 25
14 2022-114/000-038 25
15 2022-115/000-038 25

Accessories Female Plugs

Appropriate marking systems: WMB/WMB Inline/Marking strips

Insulation stop,

Protective warning marker,

WMB Multi marking system,

5 pes/strip, with high-voltage symbol, black, 10 strips with 10 markers per card,
0.25 ... 0.5 mm? T for 5 terminal blocks stretchable 5 ... 5.2 mm
light gray 2002-171 200 (8x25) s yellow 2002-115 100 (4x25) plain 793-5501 5
Insulation stop, Strain relief plate, gray WMB Inline, plain,
5 pes/strip, - 35 mm width 734-326 100 (4x25) stretchable 5 ... 5.2 mm,
0.75 ... 1 mm? e 6 mm wide 734-327 100 (4x25) € 1,500 WMB markers, 5 mm, on roll
darkgray  2002-172 200 (8x25) == 125mmwidth 734328 100 (4x25) = white 2009-115 1
Locking lever, 25 mm wide 734-329 100 (4x25)| Marking strip, plain,
4.8 mm wide 55 mm width 734-430 50 (2x25) 11 mm wide,
ﬂ orange 2022-142 100 (4x25) 75 mm width 734-431 50 (2x25) 50 m roll
gray 2022-141 100 (4x25) white 2009-110 1
Locking lever,
9.6 mm wide
J orange 2022-152 100 (4x25)
gray 2022-151 100 (4x25)

Approvals see www.wago.com




0.25..2.5 (4) mm2 @ |AWG 22... 12
690 V/6 kV/3 @
IN24 A (32A) ©

Module width 5.2 mm / 0.205 in.
£ =10...12mm/0.43in.®

Pack.

Pole No. ltem No. Unit

1-conductor female plug with ground end module
(green-yellow),

for insertion into carrier terminal blocks,

with coding fingers

3 2022-103/000-039 100
4 2022-104/000-039 100
5) 2022-105/000-039 50
6 2022-106/000-039 50
7 2022-107/000-039 50
8 2022-108/000-039 50
9 2022-109/000-039 50
10 2022-110/000-039 25
11 2022-111/000-039 25
12 2022-112/000-039 25
13 2022-113/000-039 25
14 2022-114/000-039 25
15 2022-115/000-039 25

against accidental contact.

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm?2 “s + fst”;
Push-in conductor sizes: 0.75 mm2 ... 4 mm2 “s"
and 0.75 mm2 ... 2.5 mm?

“insulated ferrule, 12 mm”

@ 690V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

WHEE g,
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X-COM®S-SYSTEM

1-Conductor Female Plugs with Locking Levers and Strain Relief Plates

2022 Series
0.25..2.5 (4) mm2 @ |AWG 22...12 0.25..2.5 (4) mm2 @ |AWG 22... 12 0.25..2.5 (4) mm2 @ |AWG 22 ... 12
690 V/6 kV/3 @ 690 V/6 kV/3 @ 690 V/6 kV/3 @

IN24A(32A) ©

Module width 5.2 mm / 0.205 in.
& 2=10...12mm/0.43 in.®

IN24A(32A) ©

Module width 5.2 mm / 0.205 in.
& =10...12mm/0.43in.®

IN24A(32A) ©

Module width 5.2 mm / 0.205 in.
£ =10...12mm/0.43in.®

Pack.

Pole No. Unit

Item No.

Pack.

Pole No. Unit

Item No.

Pack.

It . .
em No Unit

Pole No.

1-conductor female plug with locking lever, for inser-
tion into carrier terminal blocks, with coding fingers, gray
According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

O 2022-101/122-000 200
O2 2022-102/122-000 100
O3 2022-103/123-000 100
O4 2022-104/123-000 50
Os 2022-105/123-000 50
Qs 2022-106/123-000 50
O7 2022-107/123-000 25
Os 2022-108/123-000 25
Qo9 2022-109/123-000 25
O 2022-110/123-000 25
Omn 2022-111/126-000 25
Or12 2022-112/126-000 20
O3 2022-113/126-000 20
Q14 2022-114/126-000 15
O1s 2022-115/127000 15

1-conductor female plug with locking lever, for inser-
tion into carrier terminal blocks, with coding fingers,
According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

@ 1 blue 2022-101/122-006 200
(D 1 greenyellow ~ 2022-101/122-016 200

1-conductor female plug with strain relief plate, for
insertion into carrier terminal blocks, with coding fingers,
gray

According to EN 61984, connectors without current infer-
rupting capacity shall not be mated and unmated when
live or under load.

O1 2022-101/132-000 200
O2 2022-102/132-000 100
O3 2022-103/133-000 100
O4 2022-104/133-000 50
Os 2022-105/134-000 50
O6 2022-106/134-000 50
O7 2022-107/135-000 25
Os 2022-108/135-000 25
Oo9 2022-109/135-000 25
O 2022-110/135-000 25
On 2022-111/136-000 25
O12 2022-112/136-000 20
O13 2022-113/136-000 20
Q14 2022-114/136-000 15
O1s 2022-115/137-000 15

1-conductor female plug with strain relief plate, for
insertion into carrier terminal blocks, with coding fingers,
According to EN 61984, connectors without current infer-
rupting capacity shall not be mated and unmated when
live or under load.

@ 1blve

(D 1 greenyellow

2022-101/132-006 200
2022-101/132-016 200

1-conductor female plug with strain relief plate and
locking lever, for insertion into carrier terminal blocks,
with coding fingers, gray

According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

O1 2022-101/142-000 200
O2 2022-102/142-000 100
O3 2022-103/143-000 100
O+4 2022-104/143-000 50
Os 2022-105/144-000 50
Oe 2022-106/144-000 50
O7 2022-107/145-000 25
Os 2022-108/145-000 25
O09 2022-109/145-000 25
O10 2022-110/145-000 25
On 2022-111/146-000 25
O12 2022-112/146-000 20
O13 2022-113/146-000 20
O 14 2022-114/146-000 15
O1s5 2022-115/147-000 15

1-conductor female plug with strain relief plate and
locking lever, for insertion into carrier terminal blocks,
with coding fingers,

According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

@ 1 blue

(D 1 greenyellow

2022-101/142-006 200
2022-101/142-016 200

Accessories Female Plugs

Appropriate marking systems: WMB/WMB Inline/Marking strips

Insulation stop,

WMB Multi marking system,

WMB Inline, plain,

5 pcs/strip, 10 strips with 10 markers per card, stretchable 5 ... 5.2 mm,
0.25 ...0.5 mm?2 stretchable 5 ... 5.2 mm Q 1,500 WMB markers, 5 mm, on roll
light gray 2002-171 200 (8x25) plain 793-5501 white 2009-115 1
Insulation stop, WMB Multi marking system, plain, Marking strip, plain,
5 pes/strip, 10 strips with 10 markers per card, 11 mm wide,
’ 0.75 ... 1 mm? stretchable 5 ... 5.2 mm 50 m roll
dark gray 2002-172 200 (8x25) yellow 793-5501/000-002 white 2009-110 1
Protective warning marker, red 793-5501/000-005
with high-voltage symbol, black, blue 793-5501/000-006
— for 5 terminal blocks gray 793-5501/000-007
s yellow 2002-115 100 (4x25) orange 793-5501/000-012
light green 793-5501/000-017
green 793-5501/000-023
violet 793-5501/000-024

Approvals see www.wago.com




[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm? “s + f-st”;
Push-in conductor sizes: 0.75 mm?2 ... 4 mm? s
and 0.75 mm2 ... 2.5 mm?

“insulated ferrule, 12 mm”

@ 690V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

"

@ Currentcarrying capacity curves upon request

@ Strip length, see packaging or instructions.

Strain Relief Plate (SRP), Gray Locking Levers (LL), Gray SRP and LL, Gray
Assembled Assembled Assembled
SRP Pole No. Quantity  1-way 2-way
ltem No. ltem No. ltem No.
Suffix Suffix Suffix

ltem No. Color  Width

/1220xx - /142-0xx
_ /1230xx | /1430xx

734327 gray  6mm /132-0xx 1102 1
734328 gray 12.5mm /133-0xx 3104 1
734-329 gray  25mm /134-0xx 5106 1 - /123-0xx /144-0xx
734-326 gray  35mm /1350xx 71010 1 - /123-0xx /1450xx
734-430 gray  55mm /136-0xx 11to 14 2 - /123-Oxx /144-0xx
734-431 gray  75mm /137-0xx 15 2 - /123-0xx /1450xx

For colored female plugs, the item number suffix “xx” must be replaced by the blue “-006”
and the green-yellow “-016" color suffix.

Dimensions of locking levers

L Description Color [tem Suffix
OO O O {9 No. No.
1-conductor
§ > CoOOoOoO% | | fomalo plog 2022101 none
% % ] —] | ) 110 15pole  blue to /000006
| i greenyellow ~ 2022-115 /000016

-pole 15pole

JHHEH A

o
[

| =t}

11

f= 17,5+

40
325

- 6= <—25—J 75

Dimensions of strain relief plates
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X-COM®S-SYSTEM

2-Conductor/ 1-Pin; 2-Conductor/1-Pin and 2-Conductor/2-Pin
Carrier Terminal Blocks for Ex nA Applications, 2022 Series

0.25..2.5 (4) mm2 @ |AWG 22...12
630V @
In20 A

Terminal block width 5.2 mm / 0.205 in.
& 2==10...12mm/0.43 in.®

0.25..2.5 (4) mm2 @ |AWG 22... 12

Terminal block width 5.2 mm / 0.205 in.
£ 2=10...12mm/0.43 in.®

0.25..2.5 (4) mm2 @ |AWG 22 ... 12
630V @
In20 A

Terminal block width 5.2 mm / 0.205 in.
£ =2=10...12mm/0.43 in.®

—_—

32,5 mm/.
1.28in

=286mm/1.13in>
~—48,5mm/1.91 in—»

~286mm/1.13in>

<——50,8 mm/2 in—»

~-39,2mm/1.55in =
<592 mm/2.33in ——»>

ltem No. Z’:T:( ltem No. E‘:::( ltem No. Bc:::(
1-conductor/ 1-pin carrier terminal block, 1-conductor/ 1-pin ground carrier terminal block, 2-conductor/1-pin carrier terminal block,
for DIN 35 rail, acc. to EN 60715 for DIN 35 rail, acc. to EN 60715 for DIN 35 rail, acc. to EN 60715
O gray 2022-1201/999-953 100 (D green-yellow 2022-1207/999-953 100 O gray 2022-1301/999-953 100
@ blue 2022-1204/999-953 100 @ blve 2022-1304/999-953 100

2-conductor/ 1-pin ground carrier terminal block,
for DIN 35 rail, acc. to EN 60715

(D green-yellow 2022-1307/999-953 100
ltem-Specific Accessories ltem-Specific Accessories ltem-Specific Accessories
End and intermediate plate, 1 mm thick End and intermediate plate, 1 mm thick End and intermediate plate, 1 mm thick
orange 2022-1292 100 (4x25) orange 2022-1292 100 (4x25) orange 2022-1392 100 (4x25)
2022-1291 100 (4x25) gray 2022-1291 100 (4x25) gray 2022-1391 100 (4x25)
= =] Ew
2022 Series Accessories
Appropriate marking systems: WMB/WMB Inline/Marking strips
Insulation stop, Staggered jumper, Protective warning marker,
5 pes/strip, Q‘_’_____,_..-—_- insulated, with high-voltage symbol, black,
0.25 ...0.5 mm?2 i I‘ | IN25A - for 5 terminal blocks
light gray 2002-171 200 (8x25)| /1" light gray s yellow 2002-115 100 (4x25)
Insulation stop, 2-way 2002-472 100 (4x25)| WMB Multi marking system,
5 pcs/strip, 3-way 2002-473 100 (4x25) 10 strips with 10 markers per card,
w 0.75 ... 1 mm2 4-way 2002-474 100 (4x25) stretchable 5 ... 5.2 mm
dark gray 2002-172 200 (8x25) 5-way 2002-475 50 (2x25) plain 793-5501 5
Push-in type jumper bar, insulated, 6-way 2002-476 50 (2x25)| WMB Multi marking system, plain,
In25 A, 7-way 2002-477 50 (2x25) FJ 10 strips with 10 markers per card,
light gray 8-way 2002-478 50 (2x25) o= stretchable 5 ... 5.2 mm
2-way 2002-402 200 (8x25) Q-way 2002-479 50 (2x25) ool yellow 793-5501/000-002
3-way 2002-403 200 (8x25) 10-way 2002-480 50 (2x25) red 793-5501/000-005
4-way 2002-404 200 (8x25) 11-way 2002-481 50 (2x25) blue 793-5501/000-006
5-way 2002-405 100 (4x25) 12-way 2002-482 50 (2x25) gray 793-5501/000-007
6-way 2002-406 100 (4x25) orange 793-5501/000-012
7-way 2002-407 100 (4x25)| Push-in type wire jumper, light green 793-5501/000-017
8-way 2002-408 100 (4x25)| @ insulated, green 793-5501/000-023
9-way 2002-409 100 (4x25)| \ INT6 A, violet 793-5501/000-024
10-way 2002-410 100 (4x25) wire size 1.5 mm? 5
Push-in type jumper bar, insulated, L= 60 mm 2009-412 100 (10x10)| WMB Inline, plain,
In25 A, L=110mm 2009-414 100 (10x10) stretchable 5 ... 5.2 mm,
light gray L=250mm 2009-416 100 (10x10) '3 1,500 WMB markers, 5 mm, on roll
from 1t0 3 2002-433 200 (8x25) = white 2009-115 1
from 1104  2002-434 200 (8x25)| Carrier with 6 coding pins, Marking strip, plain,
from 1to5  2002-435 100 (4x25) 3\ _J for coding female plugs 11 mm wide,
from 1to 6  2002-436 100 (4x25) =-’-‘ orange 2022-100 100 (4x25) 50 m roll
from1t07  2002-437 100 (4x25) f % white 2009-110 1
from 1108  2002-438 100 (4x25)| Test pin, Screwless end stop,
from 1109  2002-439 100 (4x25) 1 mm @ for DIN 335 rail,
from 110 10 2002-440 100 (4x25) / 859-500 1 EE 6 mm wide
= 249116 100 (4x25)

Approvals see www.wago.com




0.25..2.5 (4) mm2 @ |AWG 22...12
630V @
In20 A

Terminal block width 5.2 mm / 0.205 in.
£ 2=210...12mm/0.43in.®

32,5mm/ __
1.28in

~— 46,6 mm/1.83 in >

-~ 862mm/33%iIn ——>

Pack.

Item No. Unit

2-conductor/2-pin carrier terminal block,

for DIN 35 rail, acc. to EN 60715

O gray 2022-1401/999953 50
. blue 2022-1404/999-953 50

2-conductor/2-pin ground carrier terminal block,
for DIN 35 rail, acc. to EN 60715
(D green-yellow 2022-1407/999-953 50

ltem-Specific Accessories

End and intermediate plate, 1 mm thick
orange 2022-1492 100 (4x25)

‘ gray 2022-1491 100 (4x25)

26,8
22,4

59,1

Carrier terminal block

Ground carrier ferminal block

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm? “s + f-st”;
Push-in conductor sizes: 0.75 mm? ... 4 mm2 “s”
and 0.75 mm? ... 2.5 mm?

“insulated ferrule, 12 mm”

@ 630V = rated voltage for Ex nA applications

(see Full Line Catalog, Volume 1, Section 14)

@ Strip length, see packaging or instructions.

@ See application notes for:
Colored push-in type jumper bars, page 163
Staggered jumper, page 166
Push-in type wire jumper, page 164

Pol]e l

X-COM®S-SYSTEM is approved for ignition protec-
tion type “nA” and Zone 2 hazardous areas.

“n” refers to an ignition protection class in Zone 2:
This zone covers areas in which a dangerous, explosive
atmosphere consisting of gases, vapors or dust is unlikely
to manifest and will only persist for a short period if it
does.

“A” means: non-sparking
(function modules without relays/switches)

Ex marking

“Ex" sign and extended item number “.../999-953" are
printed on the side of both carrier terminal blocks and
female plugs with Ex approval.

Shorter locking lever (factory-mounted) makes accidental
disconnection even more difficult.

WABE |,
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X-COM®S-SYSTEM

1-Conductor/1-Pin Double-Deck Carrier Terminal Blocks for Ex nA Applications

2022 Series

0.25..2.5 (4) mm2 @ |AWG 22...12
630V @

IN20A ©

Terminal block width 5.2 mm / 0.205 in.
& 2==10...12mm/0.43 in.®

0.25..2.5 (4) mm2 @ |AWG 22... 12
630V @

IN20A ©

Terminal block width 5.2 mm / 0.205 in.
& ==10...12mm/0.43in.®

0.25..2.5 (4) mm2 @ |AWG 22...12

Terminal block width 5.2 mm / 0.205 in.
£ =10...12mm/ 0.43in.®

61,4 mm/2.41 in —»

~46,9 mm/1.85 in>~

~—80,1 mm/3.15in——

61,4mm/2.41 in —

51,3 mm/2.02 in =

—=46,9 mm/1.85 in>~

~—80,1 mm/3.15in——

61,4mm/2.41 in —»

51,3 mm/2.02 in —»

~46,9 mm/1.85 in>~

~—80,1 mm/3.15in——

Pack.

Item No. Unit

Pack.

It . .
em No Unit

Pack.

It . .
em No Unit

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,

without marker carrier,

gray housing

@)Y

2022-2201/999-953 50

1-conductor/1-pin double-deck carrier terminal
block, through/through terminal block,

with marker carrier,

blue housing

@ /N

2022-2234/999953 50

2-conductor/2-pin double-deck carrier terminal
block,

2-conductor/2-pin ground conductor terminal block,
without marker carrier, internal commoning,

green-yellow housing

D rE

2022-2207/999-953 50

Approvals see www.wago.com




[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm?2 “s + f-st”;
Snln

Push-in conductor sizes: 0.75 mm2 ... 4 mm?2 s
and 0.75 mm? ... 2.5 mm?
“insulated ferrule, 12 mm”

@ 630V = rated voltage for Ex nA applications
(see Full Line Catalog, Volume 1, Section 14)

@ with double-deck vertical jumper 19 A
@ Strip length, see packaging or instructions.

@ See application notes
Colored push-in type jumper bars, page 163
Vertical jumper, page 167

2022 Series Accessories
Appropriate marking systems: WMB/WMB Inline/Marking strips

End and intermediate plate, 1 mm thick Protective warning marker,
orange 2022-2292 100 (4x25) with high-voltage symbol, black,
b gray 2022-2291 100 (4x25) J—— for 5 terminal blocks
ik yellow 2002115 100 (4x25)
Insulation stop, Double-deck marker carrier,
5 pes/strip, pivoting
0.25 ... 0.5 mm? “f gray 2002-121 50 (2x25)
light gray 2002-171 200 (8x25) B
Insulation stop, WMB Multi marking system, Group marking
5 pes/strip, 10 strips with 10 markers per card, with height-adjustable group marker carrier (2009-163)
w 0.75 ... 1 mm2 stretchable 5 ... 5.2 mm
dark gray 2002-172 200 (8x25) plain 793-5501 5
Push-in type jumper bar, insulated, WMB Multi marking system, plain,
In25 A, 10 strips with 10 markers per card,
i light gray stretchable 5 ... 5.2 mm
it 2.way 20024402 200 (8x25)|  F . yellow 793-5501/000-002
3-way 2002-403 200 (8x25) red 793-5501/000-005
4-way 2002-404 200 (8x25) blue 793-5501/000-006
5-way 2002-405 100 (4x25) gray 793-5501/000-007
6-way 2002-406 100 (4x25) orange 793-5501/000-012
7-way 2002-407 100 (4x25) light green 793-5501/000-017
8-way 2002-408 100 (4x25) green 793-5501/000-023
9-way 2002-409 100 (4x25) violet 793-5501/000-024
10-way 2002-410 100 (4x25) 5
Push-in type jumper bar, insulated, WMB Inline, plain,
In25 A, stretchable 5 ... 5.2 mm,
= light gray ‘2- 1,500 WMB markers, 5 mm, on roll
from 1to 3 2002-433 200 (8x25) white 2009-115 1
from 1to4  2002-434 200 (8x25)| Marking strip, plain,
from 1to 5 2002-435 100 (4x25) ) 11 mm wide,
from 1to 6 2002-436 100 (4x25) 50 m roll
from1to7  2002-437 100 (4x25) white 2009-110 1

from 1to 8 2002-438 100 (4x25)
from 1to @ 2002-439 100 (4x25)
from 1to 10 2002-440 100 (4x25)

Double-deck vertical jumper, insulated,

[5) In24 A
lightgray ~ 2002-492 100 (4x25)
orange 2002-492/000-012

Carrier with 6 coding pins,

L, for coding female plugs
—* orange 2022-100 100 (4x25)

Test pin,

1 mm@
/ 859-500 1
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X-COM®S-SYSTEM [PUSH-IN CAGE CLAMPY
1-Conductor Female Plugs for Ex nA Applications

2022 Series

0.25..2.5 (4) mm2 @ |AWG 22...12
630V @
In20 A

Module width 5.2 mm / 0.205 in.
& 2==10...12mm/0.43 in.®

Each female plug is supplied with a locking lever.

@ Conductor sizes: 0.25 mm?2 ... 4 mm2 “s + fst”;
Push-in conductor sizes: 0.75 mm? ... 4 mm2 “s
and 0.75 mm2 ... 2.5 mm?

“insulated ferrule, 12 mm”
@ 630V = rated voltage for Ex nA applications
@ (see Full Line Catalog, Volume 1, Section 14)

"

@ Strip length, see packaging or instructions.

Pole No. ltem No. Pack. Accessories

Unit . .
1-conductor female plug with shorter locking lever, Appropriate mgrkmg Syétems' _WMB/
WMB Inline/Marking strips

for insertion into carrier terminal blocks, with coding fin-

gers, gray Insulation stop,
According to EN 61984, connectors without current inter- 5 pes/strip,
rupting capacity shall not be mated and unmated when h 0.25 ... 0.5 mm?
live or under load. light gray 2002-171 200 (8x25)
O2 2022-102/999-953 200 Insulation stop,
Q3 2022-103/999-953 100 5 pes/strip,
O4 2022-104/999-953 100 w 0.75 ... 1 mm?
Os 2022-105/999-953 50 dark gray 2002-172 200 (8x25)
Qs 2022-106/999-953 50 Protective warning marker,
O7 2022-107/999-953 50 with high-voltage symbol, black,
Os 2022-108/999-953 50 o for 5 terminal blocks
i yellow 2002-115 100 (4x25)

Carrier with 6 coding pins,

4 for coding female plugs 3
: orange 2022-100 100 (4x25)| To code a female plug, remove the desired coding finger
b using a suitable tool.

Strain relief plate, gray

35 mm width 734-326 100 (4x25)
6 mm wide 734-327 100 (4x25)
12.5 mm width  734-328 100 (4x25)
25 mm wide 734-329 100 (4x25)
55 mm width 734-430 50 (2x25)
75 mm width 734431 50 (2x25)

WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm
plain 793-5501 5
WMB Inline, plain,
stretchable 5 ... 5.2 mm,
,e! 1,500 WMB markers, 5 mm, on roll
white 2009-115 1
Marking strip, plain,
11 mm wide,
50 m roll

E— 268 white 2009-110
ﬂ 224 tion of the carrier terminal block.

il

L = pole no. x module width

—126,6

40,5

Dimensions in mm

Approvals see www.wago.com
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X-COM®S-SYSTEM

Pre-Assembled Female Plugs for Ex nA Applications

2022 Series

0.25..2.5 (4) mm® |[AWG 22...12
630V @
In20 A

Module width 5.2 mm / 0.205 in.
& ==10...12mm/0.43in.®

0.25..2.5 (4) mm® |AWG 22...12
630V @
In20 A

Module width 5.2 mm / 0.205 in.
£ =10...12mm/0.43in.®

Pack.
Unit

Pole
No. Item No.

Pack.
Unit

Pole
No. Item No.

1-conductor female plug with shorter locking lever
with ground base module (green-yellow), for inser-
tion into carrier terminal blocks,

with coding fingers

8 2022-103/000-038/999-953 100
2022-104/000-038/999-953 100
2022-105/000-038/999-953 50
2022-106/000-038/999-953 50

o~ O M

1-conductor female plug with shorter locking lever
with ground end module (green-yellow), for insertion
into carrier terminal blocks,

with coding fingers

3 2022-103/000-039/999-953 100
4 2022-104/000-039/999-953 100
5 2022-105/000-039/999-953 50
6 2022-106/000-039/999-953 50

Accessories Female Plugs

Appropriate marking systems: WMB/WMB Inline/Marking strips

Insulation stop,

WMB Multi marking system,

5 pes/strip, 10 strips with 10 markers per card,
0.25 ... 0.5 mm? stretchable 5 ... 5.2 mm
light gray 2002-171 200 (8x25) plain 793-5501

Insulation stop,

WMB Inline, plain,

5 pcs/strip, stretchable 5 ... 5.2 mm,
w 0.75 ... 1 mm? J‘ 1,500 WMB markers, 5 mm, on roll
dark gray 2002-172 200 (8x25) white 2009-115
Protective warning marker, Marking strip, plain,
with high-voltage symbol, black, 11 mm wide,
ot for 5 terminal blocks 50 m roll
ak yellow 2002-115 100 (4x25) white 2009-110
Strain relief plate, gray
e 35 mm width 734-326 100 (4x25)
. 6mmwide 734-327 100 (4x25)
= 12.5 mm width  734-328 100 (4x25)
25 mm wide 734-329 100 (4x25)
55 mm width 734-430 50 (2x25)
75 mm width 734431 50 (2x25)

Approvals see www.wago.com

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm?2 ... 4 mm2 “s + fst”;
Quln

Push-in conductor sizes: 0.75 mm? ... 4 mm2 “s
and 0.75 mm2 ... 2.5 mm?
“insulated ferrule, 12 mm”

@ 630V = rated voltage for Ex nA applications
@ (see Full Line Catalog, Volume 1, Section 14)

@ Strip length, see packaging or instructions.

Pol]e l

Ex marking

“Ex" sign and extended item number “.../999-953" are
printed on the side of both carrier terminal blocks and
female plugs with Ex approval.

Shorter locking lever (factory-mounted) makes accidental
disconnection even more difficult.

WABE |,
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MULTILEVEL INSTALLATION TERMINAL

For Building Installations and Industrial Applications

Multilevel Installation Terminal Blocks with N-Disconnect Slide Links for Mounting
with N-busbar

e Configure larger circuit groups

* Automatically and permanently connect to the N-busbar
by simply sliding the screwless N-disconnect link

2005 Series

Multilevel Installation Terminal
Blocks with N-Disconnect
Slide Link up to 6 mm?2

(8 AWG), 36 A

2003 Series
Multilevel Installation Terminal
Blocks with N-Disconnect Slide Link
upto 4 mm? (12 AWG), 32 A

* Transparent busbar cover provides touch protection for the e 2003 and 2005 Series Multilevel Installation Terminal Blocks
busbar. feature extremely compact dimensions while providing all of the
functionality of a 4 mm?2 or 6 mm? terminal block.

e Cover enables user to see if N-disconnect slide links are con-
nected to the N-busbar. ¢ Maximize wiring space in standard distribution boxes.



BLOCKS

Multilevel Installation Terminal Blocks with Internal N-Disconnection for Mounting
without N-busbar

¢ Configure smaller circuit groups, e.g., in installa-
tions with multiple RCD potentials.

¢ Internal N-knife disconnect enables continu-
ously wired N-potential disconnection.

Supply Terminal
Blocks up to 16 mm?
(4 AWG), 76 A

2003 Series
Multilevel Installation Terminal

Blocks with internal N-disconnection
up fo 4 mm2? (12 AWG), 28 A

Insulation Resistance Measurement - Multilevel Installation Terminal Blocks as
Fast and Safe Fuse Terminal Block

* Disconnect N-potential via movable knife disconnect * Multilevel installation terminal blocks integrate a DIN rail-centered
e Plug N/L test adapter into the free shaft to link N and L conductors 5'?" °'|F|°Win9 them to be used with TOPJOB® S Fuse Plugs for
microfuses

¢ Halve testing times and protect devices against high test voltage
* In combination with a 1 mm thick end plate, the carrier terminal

blocks can be used as fuse terminal blocks in the standard recess
of a distribution board

WABD |,
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TOPJOB® S

Multilevel Installation Terminal Blocks with N-Disconnect Slide Link 2.5 (4) mm?2

2003 Series

0.25..2.5 (4) mm2 @ |AWG 22...12
250 V/4kV/3;32 A (32A) @ ©

400 V/6 kV/3;32A (32A) 0O O
Terminal block width 5.2 mm / 0.205 in.
£ ==10..12mm/0.43 in®

0.25..2.5 (4) mm2 @ |AWG 22... 12
400 V/6 kV/3 @
In32 A

Terminal block width 5.2 mm / 0.205 in.
& 2==210..12mm/0.43 in.®

<—52,5mm/2.07 in—=

~—96mm/3.78in—>

~—52,5mm/2.07 in—>

-~ 9mm/3.78in—>

Pack. Pack.
Item No. Unit Item No. Unit
Multilevel installation terminal block, Multilevel installation terminal block,
with N-disconnect slide link, gray gray
O N1/1/PE 2003-7641 50 O 2003-7642 50
ON/L 2003-7649 50

Accessories

Busbar, tin-plated,

Cu 10 x 3 mm,
/ 210-133 1

1000 mm long
N-supply terminal block, In 76 A,

In 140 A
16 mm?2,
E—I 2016-7714 20

blue

12 mm wide
Ground supply terminal block,

16 mm?2,
12 mm wide
g — greenyellow 2016-7607 20
- Connector,
u for N-busbar,
et j 3 with blue cover,
~— 52,5 mm/2.07 in—= ~—52,5mm/2.07 in—>= 2.5..16 mm?
~9%mm/3.78in— ~9%6mm/3.78in— blue 210-281 100 (2x50)
Pack. Pack.
Item No. Unit Item No. Unit
Multilevel installation terminal block, Multilevel installation terminal block, Connector,
with N-disconnect slide link, gray gray S for N-busbar,
QO NT1/L 2003-7640 50 Ol 2003-7650 50 ] 2.5 .35 mm?
Oun 2003-7659 50 ON 2003-7651 50 s/ unplated 209-105 50
Lock-out, snap-on type,
Multilevel installation terminal block, prevents reclosing of slide link
gray , orange 2003-7300 100 (4x25)
O N/L/PE 2003-7646 50
O L/1/PE 2003-7645 50 Insulation stop,
5 pes/strip,
0.25 ... 0.5 mm?
light gray 2002-171 200 (8x25)
2003 Series Accessories Insulation stop, '
Appropriate marking systems: WMB/WMB Inline/Marking strips (5);;5/ S"]'pl;'mz
w dark gray 2002-172 200 (8x25)
Busbar carrier, Busbar carrier, Test plug,
not suitable as end stop, can replace end bracket, with detachable with 500 mm cable,
.n for DIN 35 rail, m separator plate, 2 mm D
e 1.5 mm thick . for DIN 35 rail, red 210-136 50
blue 2009-304 100 (4x25) 7.5 mm thick Test plug,
blue 2009-305 25 / with 500 mm cable,
2.3 mm @
yellow 210-137 50

End and intermediate plate, 0.8 mm thick

orange 2003-7692 100 (4x25)

e 4

Cover for N-busbar,
transparent,
1000 mm long
777-303 1

Approvals see www.wago.com




Multilevel Installation Terminal Block Accessories

Accessories Multilevel Installation Terminal Block

Push-in type jumper bars and staggered jumpers, see 2002 Series

Push-in type jumper bar, insulated,

Staggered jumper,

IN25 A, insulated,
i light gray In25 A,
L 2-way 2002-402 200 (8x25) light gray
3-way 2002-403 200 (8x25) 2-way 2002-472 100 (4x25)
4-way 2002-404 200 (8x25) 3-way 2002-473 100 (4x25)
5-way 2002-405 100 (4x25) 4-way 2002-474 100 (4x25)
6-way 2002-406 100 (4x25) S5-way 2002-475 50 (2x25)
7-way 2002-407 100 (4x25) b-way 2002-476 50 (2x25)
8-way 2002-408 100 (4x25) 7-way 2002-477 50 (2x25)
Q-way 2002-409 100 (4x25) 8-way 2002-478 50 (2x25)
10-way 2002-410 100 (4x25) 9-way 2002-479 50 (2x25)
Push-in type jumper bar, insulated, 10-way 2002-480 50 (2x25)
In25A, 11-way 2002-481 50 (2x25)
i light gray 12-way 2002-482 50 (2x25)
I from 1to 3 2002-433 200 (8x25)
from 1to4  2002-434 200 (8x25)| Customized staggered jumper,
from 1to 5 2002-435 100 (4x25) ‘_,..wagﬁ insulated,
from 1to 6 2002-436 100 (4x25) o O IN25A
fom1to7  2002-437 100 (4x25) | | ' lightgray
from 1to 8 2002-438 100 (4x25) 1-3 2002-473/011-000
from 1to 9 2002-439 100 (4x25) 100 (4x25)
from 110 10 2002-440 100 (4x25) 1-3-5 2002-475/011-000
1-3-5-7 2002-477/011-000
Push-in type wire jumper, 1-3-5-7-9 2002-479/011-000
0 insulated, 1-3-5-79-11  2002-481/011-000
( V164, 50 (2x25)
wire size 1.5 mm?
L =60 mm 2009-412 100 (10x10)| Adjacent jumper for continuous commoning, insulated
L=110mm 2009-414 100 (10x10) In25 A,
L=250mm 2009-416 100 (10x10) light gray
2-way 2002-400 100 (4x25)
Test plug adapter, WMB Multi marking system,
i for 4 mm @ test plug 10 strips with 10 markers per card,
| gray 2009-174 100 (4x25) stretchable 5 ... 5.2 mm
\ plain 793-5501 5
Banana plug, WMB Inline, plain,
= s for socket 4 mm @, stretchable 5 ... 5.2 mm,
J“T!’ color mixed *"! 1,500 WMB markers, 5 mm, on roll
i 215-111 50 white 2009-115 1
Testing tap, Marking strip, plain,
& for max. 2.5 mm? 11 mm wide,
l‘ gray 2009-182 100 (4x25) 50 m roll
white 2009-110 1
Operating tool, Operating tool,

3.5 mm and 5.5 mm blade,
/_ for TOPJOB® § installation terminal blocks
2009-310 1

3.5 mm and 2.5 mm blade,
/ for TOPJOB® S installation terminal blocks
2009-309 1

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm?2 “s + f-st”;
Push-in conductor sizes: 0.75 mm? ... 4 mm2 “s”
and 0.75 mm2 ... 2.5 mm?

“insulated ferrules, 12 mm”
@ 250V/
400V = rated voltage
4KV
6 kV = rated surge voltage
3 = pollution degree
(see Full Line Catalog, Volume 1, Section 14)

© 250 V/4 kV potentialground
@ 400 V/6 kV potentialpotential
@ Strip length, see packaging or instructions.

@ See application notes for:
Colored push-in type jumper bars, page 163
Staggered jumper, page 166
Adjacent jumper for continuous commoning,
page 163
Push-in type wire jumper, page 164

|

|
Commoning is performed via a staggered jumper system
in one single jumper slot. This allows two potentials to be
lead parallel past each other in the jumper slot of the
2003 Series Multilevel Installation Terminal Blocks in con-
fined spaces.

Staggered jumper removal

Insert the operating tool between the jumpers and lift up
the jumper.

For additional application notes, see page 166.

Application note:

N-disconnect slide links, used in installation terminal
blocks, consist of switch contacts that are opened and then
closed as part of regular circuit testing. To guarantee a
reliable connection, a corrosion-resistant contact area is
required on the N-busbar.

Historically, uninsulated copper busbars that have been
cleaned/stripped of any possible corrosion prior to install
can be used in dry, pollution-free locations.

According to DIN VDE 0100-520 (VDE 0100 Part 520),
installation equipment exposed to contamination or corro-
sive substances (e.g., water) that promote corrosion or
deterioration, must be protected or made of a corrosion-
or wear extra space resistant material. In these cases,
tinned copper busbars guarantee a reliable connection.

WAGO only offers tinned copper busbars.

"’ﬁﬁﬂ@ 147
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TOPJOB® S

Multilevel Installation Terminal Blocks with Movable Knife Disconnect

2.5 (4) mm2, 2003 Series

0.25..2.5 (4) mm2 @ |AWG 22... 12
250 V/4kV/3;20A (25 A) @ ©
400V/6 kV/3;20A (25 A) @ ©

Terminal block width 5.2 mm / 0.205 in.
& 2==10...12mm/0.43 in.®

0.25..2.5 (4) mm2 @ |AWG 22... 12
400 V/6 kV/3 @

In24 A (28 A)

Terminal block width 5.2 mm / 0.205 in.
£ 2=210...12mm/0.43in.®

0.25..2.5 (4) mm2 @ |AWG 22...12
250V/4kV/3;24A (28 A) @ ©
400V/6 kV/3;24A (28 A) @ O

Terminal block width 5.2 mm / 0.205 in.
£ E=10..12mm/0.43in.@

44,3 mm/1.74 in™>
56,7 mm/2.32 in—>

~—56,7 mm/2.32 in—*>

-~ 110mm/433 in—>

44,3 mm/1.74 in™>

~—56,7 mm/2.32 in—>
~—110mm/4.33in—*>

44,3 mm/1.74 in>

~—56,7 mm/2.32 in—>

- 110mm/433in— >

Pack. Pack. Pack.
Item No. Unit Item No. Unit Item No. Unit
Multilevel installation terminal block, Multilevel installation terminal block, Multilevel installation terminal block,
with movable knife disconnect, gray gray gray
O NTi/L/PE 2003-6641 50 O 2003-6642 50 O N/L/PE 2003-6646 50
O LTi/L/PE 2003-6644 50 O N/L 2003-6649 50 O L/L/PE 2003-6645 50

ltem-Specific Accessories

Test plug adapter N/L, for vertical test slot, gray

' 2-pole

2003-499 100 (4x25)

Test plug adapter N, for vertical test slot, gray

' 1-pole

2003-500 100 (4x25)

A
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~—56,7 mm/2.32 in—>

-~ 110mm/433 in————————

44,3 mm/1.74 in™>

<—56,7 mm/2.32 in—>

-~ 110 mm/4.33in————————

Pack. Pack.
Item No. Unit Item No. Unit
Multilevel installation terminal block, Ix 10 A, Multilevel installation terminal block,
carrier terminal block without knife disconnect, gray gray
Maximum current depends on accessories used.
O N/L/PE 2003-6640 50 on 2003-6650 50
ON 2003-6651 50

Black upper-deck, brown middle-deck, green-yellow
lower-deck printing
O p2/P1/PE 2003-6643 50
Brown upper-deck, black middle-deck, green-yellow
lower-deck printing

QO P1/P2/PE 2003-6660 50

ltem-Specific Accessories

Fuse plug with pulltab, for miniature fuses 5 x 20 mm,

nominal voltage and current are given by
é the fuse
gray 2004911 50

End and intermediate plate,
only for use with fuse plugs,

‘ 1 mm thick

orange

2003-6693 100 (4x25)

Approvals see www.wago.com




Accessories for Multilevel Installation Terminal Blocks

Multilevel installation terminal block (2003-664 1) with
N/L test plug adapter (2003-499) for insulation resistance
measurement with connected N and L potentials

In combination with the Tmm thick end and intermediate
plate (2003-6693), the fuse plug (2004-911) can also be
used with the carrier terminal blocks (2003-6640 and
2003-6643).

Accessories Multilevel Installation Terminal Block

Push-in type jumper bars and staggered jumpers, see 2002 Series

End and intermediate plate,

Insulation stop,

for use without fuse plug, 5 pes/strip,
‘ 0.8 mm thick 0.25 ... 0.5 mm?
orange 2003-6692 100 (4x25) light gray 2002-171 200 (8x25)
Adjacent jumper for continuous commoning, insulated| Insulation stop,
[¢) In25A, 5 pes/strip,
| light gray ’ 0.75 ... 1 mm?
g 2-way 2002-400 100 (4x25) dark gray 2002-172 200 (8x25)
Busbar carrier, Staggered jumper,
not suitable as end stop, ) insulated,
a for DIN 35 rai, W asa,
— 1.5 mm thick 1 L light gray
blue 2009-304 100 (4x25) 2-way 2002-472 100 (4x25)
3-way 2002-473 100 (4x25)
Busbar carrier, 4-way 2002-474 100 (4x25)
can replace end bracket, with detachable 5-way 2002-475 50 (2x25)
m separator plate, 6-way 2002-476 50 (2x25)
=" for DIN 35 rail, 7-way 2002-477 50 (2x25)
7.5 mm thick 8-way 2002-478 50 (2x25)
blue 2009-305 25 9-way 2002-479 50 (2x25)
Push-in type jumper bar, insulated, 10-way 2002-480 50 (2x25)
[6) IN25 A, 11-way 2002-481 50 (2x25)
it light gray 12-way 2002-482 50 (2x25)
L8 2-way 2002-402 200 (8x25)
3-way 2002-403 200 (8x25)| Push-in type wire jumper,
4-way 2002-404 200 (8x25) (6] insulated,
5-way 2002-405 100 (4x25)| | V In 16 A,
b-way 2002-406 100 (4x25) wire size 1.5 mm?
7-way 2002-407 100 (4x25) L= 60 mm 2009-412 100 (10x10)
8-way 2002-408 100 (4x25) L=110mm 2009-414 100 (10x10)
9-way 2002-409 100 (4x25) L=250mm 2009-416 100 (10x10)
10-way 2002-410 100 (4x25)
Push-in type jumper bar, insulated, WMB Multi marking system,
In25A, 10 strips with 10 markers per card,
™ light gray stretchable 5 ... 5.2 mm
! from 1to 3 2002-433 200 (8x25) plain 793-5501 5
from 1 to 4 2002-434 200 (8x25)| WMB Inline, plain,
from1to5  2002-435 100 (4x25) stretchable 5 ... 5.2 mm,
from 1to 6 2002-436 100 (4x25) a 1,500 WMB markers, 5 mm, on roll
from 1to7  2002-437 100 (4x25) white 2009-115 1
from 1t0 8  2002-438 100 (4x25)| Marking strip, plain,
from 1to @ 2002-439 100 (4x25) 11 mm wide,
from 1to 10 2002-440 100 (4x25) 50 m roll
white 2009-110 1

Operating tool,
3.5 mm and 2.5 mm blade,
/- for TOPJOB® S installation terminal blocks
2009-309 1

Operating tool,
3.5 mm and 5.5 mm blade,
/_ for TOPJOB® S installation terminal blocks
2009-310 1

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm?2 “s + f.st”;
Push-in conductor sizes: 0.75 mm? ... 4 mm2 “s"
and 0.75 mm? ... 2.5 mm?

“insulated ferrules, 12 mm”

@ 250V/
400V = rated voltage
4kv/
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
© 250 V/4 kV potentialground
@ 400 V/6 kV potential-potential
@ Strip length, see packaging or instructions.

@ See application notes for:
Colored push-in type jumper bars, page 163
Staggered jumper, page 166
Adjacent jumper for continuous commoning,
page 163
Push-in type wire jumper, page 164

Multilevel installation terminal block (2003-6640) with
N/L test plug adapter (2003-499) for insulation resistance
measurement with connected N and L potentials

Multilevel installation terminal block (2003-6640) with
N test plug adapter (2003-500) for insulation resistance
measurement of N potential

max.

500V
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TOPJOB® S

2003 Series Double Fuse Plugs
on 2002 and 2003 Series Carrier Terminal Blocks

Double fuse plug
for miniature fuses 5 x 20 mm

250V /IN6.3 A
Plug width 10.4 mm / 0.409 in.

Double fuse plug
for miniature fuses 5 x 20 mm

250V /IN6.3 A
Plug width 10.4 mm / 0.409 in.

@ Length of 2002-1661: 66.5 mm / 2.62 in.
2-conductor carrier terminal block

@ length of 2002-1761: 76.8 mm / 3.02 in.
3-conductor carrier terminal block

@ Length of 2002-1861: 87.5 mm / 3.45 in.

4-conductor carrier terminal block

@ length of 2002-1961: 72.9 mm / 2.87 in.
2-conductor carrier terminal block with additional
jumper position

@ Llength of 2002-2961: - 108 mm / 4.25 in.

Double-deck carrier terminal block

0 length of 2003-6640: - 110 mm / 4.33 in.
Multilevel installation terminal block

Accessories

*—D—E}—D—* _ > | Mutltilevel installation terminal block, gray
(6] 0.25...2.5(4) mm2 / AWG 22 ... 12
77777777777777777777777777777777 Terminal block width 5.2 mm / 0.205 in.
N/L/PE 2003-6640 50
Pack. Pack. Multilevel installation terminal block, gra
Item No. Unit Item No. Unit 025 2.5 (4) mevt / AWG 22 .. 12
Double fuse plug, Double fuse plug, Terminal block width 5.2 mm / 0.205 in.

for miniature fuses 5 x 20 mm
Both nominal voltage and current are given by the fuse.

for miniature fuses 5 x 20 mm,

with indicator lamp, gray

Both nominal voltage and current are given by the fuse.
LED 0.25mA

P2/P1/PE 2003-6643 50

Muttilevel installation terminal block, gray
0.25..2.5(4) mm2/ AWG 22 ... 12
Terminal block width 5.2 mm / 0.205 in.

P1/P2/PE  2003-6660 50
QO gray 2003-911 25 O 230V 2003-911/1000-923 25 End and intermediate plate,
1 mm thick
‘ orange 2003-6692 100 (4x25)
Accessories End plate for fuse terminal blocks,
. . . . . 2 mm thick
Appropriate marking systems: WMB/Marking strips ‘ pm— 2002992 100 (4x25)
gray 2002991 100 (4x25)

2-conductor carrier terminal block,
(1) 0.25...2.5(4) mm2 / AWG 22 ... 12

w Terminal block width 5.2 mm / 0.205 in.
= gray 2002-1661 50

2-conductor carrier terminal block,

(4] 0.25...2.5 (4) mm?2 / AWG 22 ... 12

w Terminal block width 5.2 mm / 0.205 in.

gray 2002-1961 50

Shorting link, 5 x 20 mm,
if the fuse plug is used as disconnect plug
F  Le3a

281-503 250 (10x25)

End and intermediate plate, 1 mm thick
2002-1692 100 (4x25)

orange
gray

End and intermediate plate, 1 mm thick

2002-1992 100 (4x25)

orange
gray

WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm
plain 793-5501 5

2002-1691 100 (4x25)
3-conductor carrier terminal block,
(2] 025 .25 (4) mm2 / AWG 22 ... 12

W Terminal block width 5.2 mm / 0.205 in.

gray 2002-1761 50

2002-1991 100 (4x25)
Double-deck carrier terminal block,
(5] 0.25...2.5 (4) mm? / AWG 22 ... 12

m Terminal block width 5.2 mm / 0.205 in.

— L/L 2002-2961 50

End and intermediate plate, 1 mm thick
orange 2002-1792 100 (4x25)

Double-deck carrier terminal block,

0.25...2.5 (4) mm? / AWG 22 ... 12

Terminal block width 5.2 mm / 0.205 in.
Ay /N 2002-2963 50

gray 2002-1791 100 (4x25)
4-conductor carrier terminal block,
3] 0.25..2.5(4) mm2 / AWG 22 ... 12

W Terminal block width 5.2 mm / 0.205 in.

= gray 2002-1861 50

Double-deck carrier terminal block,

0.25..25(4) mm2/ AWG 22 ... 12
Terminal block width 5.2 mm / 0.205 in.
L/L 2002-2941 50

WMB Multi marking system, plain,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm

yellow 793-5501/000-002
red 793-5501/000-005
blue 793-5501/000-006
gray 793-5501/000-007
orange 793-5501/000-012
light green 793-5501/000-017
green 793-5501/000-023
violet 793-5501/000-024

End and intermediate plate, 1 mm thick
orange 2002-1892 100 (4x25)

e gray 2002-1891 100 (4x25)

End and intermediate plate, 1 mm thick
orange 2002-2992 100 (4x25)
gray 2002-2991 100 (4x25)

Approvals see www.wago.com




Miniature metric fuses 5 x 20

Series Overload and Short circuit
Item No. short circuit protection protection only
Individual | Group | Individual | Group
argmt. argmt. argmt. argmt.
Fuse terminal blocks
2003911 16W | 16W | 25W | 25w
2003911/ e | i i

WAsE |
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TOPJOB® S

Multilevel Installation Terminal Blocks with N-Disconnect Slide Link 4 (6) mm?2

2005 Series

0.5..4(6) mm2@ |AWG?20...10
250 V/4kV/3;36 A (36 A) @ ©
400 V/6 kV/3;36 A (36 A) O O

Terminal block width 6.2 mm / 0.244 in.
& 2==11..13mm/0.47 in®

0.5..4(6) mm2@
400V/6 kV/3 ©
In36 A

Terminal block width 6.2 mm / 0.244 in.
& 2==11..13mm/0.47 in®

|AWG 20... 10

~——70,5mm/2.78 in—>
-~ 1239 mm/4.88in—>

~——70,5mm/2.78 in—>
-~ 1239 mm/4.88in—>

ltem No. Pa‘.:k' ltem No. Pcu‘:k. Accessories
Unit Unit
Multilevel installation terminal block, Multilevel installation terminal block,
with N-disconnect slide link, gray gray
O NT1/L/PE 2005-7641 50 O 2005-7642 50 N-supply terminal block, I 76 A,
O N/L 2005-7649 50 16 mm?,
m 12 mm wide
— blue 2016-7714 20
Ground supply terminal block,
16 mm?2,
\ 8 12 mm wide
- green-yellow 2016-7607 20
Connector,
for N-busbar,
E with blue cover,
2.5...16 mm?
blue 210-281 100 (2x50)
<——70,5 mm/2.78 in—>
~—————123,9 mm/4.88 in—————> Connector,
. for N-busbar,
ltem No. Pack. i{‘ 2.5...35 mm?
Unit 0 Unplated 209-105 50
Multilevel installation terminal block, Lock-out, snap-on type,
gray prevents reclosing of slide link
O N/L/PE 2005-7646 50 a orange 2005-7300 100 (4x25)
Multilevel installation terminal block, Insulation stop,
gray 5 pes/strip,
O 1/1/PE 2005-7645 50 0.25 ... 0.5 mm?
light gray 2004-171 200 (8x25)
2005 Series Accessories Insulation stop, .
Appropriate marking systems: WMB/Marking strips g ;‘;S/ s"]'pr;mz
w dark gray 2004-172 200 (8x25)
End and intermediate plate, 1 mm thick Busbar carrier, Push-in type jumper bar, insulated,
orange 2005-7692 100 (4x25) not suitable as end stop, In32 A,
@ for DIN 35 rai, Ill i light gray
R ™ = 1.5 mm thick L] 2-way 2004-402 200 (8x25)
Busbar, tin-plated, blue 2009-304 100 (4x25) 3-way 2004-403 200 (8x25)
Cu10x3 mm, 4-way 2004-404 100 (4x25)
1000 mm long 5-way 2004-405 100 (4x25)
In 140 A 210-133 1 6-way 2004-406 100 (4x25)
Cover for N-busbar, Busbar carrier, 7-way 2004-407 100 (4x25)
transparent, can replace end bracket, with detachable 8-way 2004-408 100 (4x25)
1000 mm long @ separator plate, 9-way 2004-409 100 (4x25)
777-303 1 L for DIN 35 rail, 10-way 2004-410 100 (4x25)
7.5 mm thick
blue 2009-305 25

Approvals see www.wago.com




Accessories for Multilevel Installation Terminal Blocks

51A 10mm*

4

Accessories

Appropriate marking systems: WMB/Marking strips

Push-in type jumper bar, insulated,

TOPJOB® S group marker carrier,

B INn32 A, < snap-on type for jumper slot,
=i light gray N 5 mm wide
from 1to 3 2004-433 200 (8x25) gray 2009-191 50 (2x25)
from 1to4  2004-434 200 (8x25)| Screwless end stop,
from 1to5  2004-435 100 (4x25) for DIN 35 rail,
from 1to 6 2004-436 100 (4x25) Y 6 mm wide
from 1to 7 2004-437 100 (4x25) @ gray 249-116 100 (4x25)
from 1t0 8  2004-438 100 (4x25)| Screwless end stop,
from 1t0 9 2004-439 100 (4x25) for DIN 35 rail,
from 1to 10 2004-440 100 (4x25) S, 10 mm wide
= 249117 50 (2x25)
Push-in type wire jumper, Operating tool,
insulated, 3.5 mm and 5.5 mm blade,
f \ IN18 A, /_ for TOPJOB® S installation terminal blocks
wire size 1.5 mm? 2009-310 1
L =60 mm 2009-412 100 (10x10)| Operating tool,
L=110mm 2009-414 100 (10x10) 3.5 mm and 2.5 mm blade,
L=250mm 2009-416 100 (10x10) / for TOPJOB® S installation terminal blocks
2009-309 1
Test plug adapter,
i for 4 mm @ test plug
5 gray 2009-174 100 (4x25)
Banana plug,
= ; for socket 4 mm @,
,“-”_j‘{ color mixed
215-111 50
Testing tap,
i for max. 2.5 mm?2
vl‘ gray 2009-182 100 (4x25)
Test plug,
with 500 mm cable,
/ 2mmQ
red 210-136 50
Test plug,
/ with 500 mm cable,
/ 23 mm D
yellow 210-137 50

WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm

plain 793-5501 5
Marking strip, plain,

11 mm wide,

50 m roll

white 2009-110 1

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.5 mm2 ... 6 mm?2 s + fst”;
Push-in conductor sizes: 1 mm? ... 6 mm2 “s”
and 0.75 mm? ... 4 mm?

“insulated ferrules, 12 mm”

@ 250V/
400V = rated voltage
4KV
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
©® 250 V/4kV potential-ground
@ 400 V/6 kV potential-potential
@ Strip length, see packaging or instructions.

Application note:

N-disconnect slide links, used in installation terminal
blocks, consist of switch contacts that are opened and then
closed again as part of the regular circuit testing. To guar-
antee a reliable connection, a corrosion-resistant contact
area is required on the N-busbar.

Historically, uninsulated copper busbars, that have been
cleaned/stripped of any possible corrosion prior to install,
can be used in dry, pollution-free locations.

According to DIN VDE 0100-520 (VDE 0100 Part 520),
installation equipment exposed to contamination or corro-
sive substances (e.g., water) that promote corrosion or
deterioration, must be protected or made of a corrosion-
or wear- resistant material. In these cases, tinned copper
busbars guarantee a reliable connection.

WAGO only offers tinned copper busbars.

5 A E R
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TOPJOB® S

N-Conductor Disconnect and Power Distribution Disconnect Terminal Blocks

2002 / 2006 / 2016 Series

0.25..2.5 (4) mm2@ |AWG 22...12
250 V/4kv/3 ©
In32 A

Terminal block width 5.2 mm / 0.205 in.
& 2==210..12mm/0.43 in.®

0.5..6(10) mm2@ |AWG 20...8
250 V/4kV/3 @
In51 A

Terminal block width 7.5 mm / 0.295 in.
& 2=13..15mm/0.55in.®

0.5...16 (25“f-st")mm2@| AWG 20 ... 4
250V/4kVv/3 O
In76 A

Terminal block width 12 mm / 0.472 in.
£ =218..20mm/0.75in.®

37,7 mm/
1.48in

| —
~ 36,7 mm/1.44in>
~-——56,6 mm/2.23 in——>

~35,3mm/1.39 in+=

~— 60,1 mm/2.37 in——>

~==36,5mm/1.44in—
~—69,4mm/2.73 in———

Pack. Pack. Pack.
Item No. Unit Item No. Unit Item No. Unit
1-conductor N-disconnect terminal block 1-conductor N-disconnect terminal block 1-conductor N-disconnect terminal block
@ blue 20027114 @ 50 @ blue 20067114 @ 50 @ blve 20167114 @ 25

1-conductor power distribution disconnect terminal
block

O groy

Appropriate through and ground conductor termi-
nal blocks,

2002-7111 @ 50

see page 14

1-conductor power distribution disconnect terminal
block

O gray

Appropriate through and ground conductor termi-
nal blocks,

20067111 @ 50

see page 20

1-conductor power distribution disconnect terminal
block

O gray

Appropriate through and ground conductor termi-
nal blocks,

20167111 @ 25

see page 22

ltem-Specific Accessories

ltem-Specific Accessories

ltem-Specific Accessories

End and intermediate plate, 0.8 mm thick

End and intermediate plate, 1 mm thick

End and intermediate plate, 1 mm thick

orange 2002-7192 100 (4x25) orange 2006-7192 100 (4x25) orange 2016-7192 100 (4x25)
Lock-out, snap-on type, Lock-out, snap-on type, Lock-out, snap-on type,
prevents reclosing of slide link prevents reclosing of slide link prevents reclosing of slide link
a orange 2005-7300 100 (4x25) . orange 2006-7300 100 (4x25) . orange 2006-7300 100 (4x25)

Accessories for N-Conductor and Power Distribution Disconnect Terminal Blocks
Appropriate marking systems: WMB/Marking strips

Busbar carrier, Connector,
not suitable as end stop, ,‘ } for N-busbar,
R for DIN 35 rail, ¥ 2.5 .35 mm?
S 5 mm thick W nplated 209-105 50
blue 2009-304 100 (4x25)| Connector,
for N-busbar,
@ with blue cover,
—
~36,7 mm/1.44in= 2.5..16 mm?
~———67,3mm/2.65in————> Busbar carrier, blue 210-281 100 (2x50)
can replace end bracket, with detachable
Pack. separator plate,
Item No. Unit @ for DIN 35 rail,
2-conductor N-disconnect terminal block 7.5 mm thick Test plug,
@ blue 20027214 @ 50 blue 2009-305 25 with 500 mm cable,
/ 2 mm @
2-conductor power distribution disconnect terminal red 210-136 50
block Busbar, tin-plated, Test plug,
QO gray 20027211 @ 50 Cu 10 x 3 mm, 7 with 500 mm cable,
. . 1000 mm long { 23 mm @
ltem-Specific Accessories / I\ 140A 210133 1 7 yellow 210137 50
End and intermediate plate, 0.8 mm thick Cover for N-busbar, WMB Multi marking system,
orange 2002-7292 100 (4x25) transparent, 10 strips with 10 markers per card,
- 1000 mm long stretchable 5 ... 5.2 mm
777-303 1 plain 793-5501 5

Approvals see www.wago.com




- Handling -

N-Disconnect Slide Link and Busbar Carrier

Removing the separator plate from the busbar carrier.

Insening the seporctgr plate.

O For the construction and operation of power installa-
tions in fire hazardous locations or public buildings - such
as conference centers, stores, hospitals, schools, theaters,
hotels. - the DIN VDE 0100-710 or DIN VDE 0100-718
standards shall be observed. DIN VDE 0100-482 shall be
observed for fire hazardous locations. These VDE mandate
determine that every neutral conductor must be provided
with a disconnection device so, e.g., insulation festing is
possible for every circuit without disconnecting the N-con-
ductor.

WAGO N-disconnect terminal blocks meet this require-
ment.

Inserting the separator plate to protect the N-busbar
against accidental contact.

Sepﬁrotor plate is inserted.

@ According to DIN VDE 0100-710 “Requirements for
operating facilities, rooms and special installations = medi-
cal facilities”, equipotential bonding conductors shall be
run on a potential equalization busbar. The potential
equalization busbar and the protective ground conductor
busbar must be accommodated in a common housing and
be connected by means of a disconnectable connection
using a copper conductor with a minimum cross section of
16 mm2/AWG 6. Furthermore, all equipotential bonding
conductors must be connected to the potential equaliza-
tion busbar and clearly arranged so they can be discon-
nected individually and accessed at any time. Depending
on their function, they must be provided with captive mark-
ing.

WAGO power distribution disconnect terminal blocks
meet these requirements.

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm? ... 4 mm?2 “s + f-st”;
Push-in conductor sizes: 0.75 mm2 ... 4 mm2 “s”
and 0.75 mm2 ... 2.5 mm?

“insulated ferrule, 12 mm”

@ Conductor sizes: 0.5 mm?2 ... 10 mm2 “s + fst”;
Push-in conductor sizes: 1.5 mm2 ... 10 mm2 “s”
and 1.5 mm2 ... 6 mm?

“insulated ferrule, 12 mm”

© Conductor sizes: 0.5 mm2 ... 16 mm?2 “s + f.st”,
25 mm?2 “fst”;

Push-in conductor sizes: 2.5 mm? ... 16 mm? s
and 2.5 mm2 ... 16 mm?
“insulated ferrule, 18 mm”

@ 250V = rated voltage
4 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

"

@ Strip length, see packaging or instructions.
@ See column 4
@ See column 5

Testing with test plug 2 mm @
(max. test voltage: 42 V)

Tool-operated N-disconnect slide link

WpEE g,
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TOPJOB® S

Supply Terminal Blocks for Distribution Boxes, N-Conductor Disconnect and
Power Distribution Disconnect Terminal Blocks 16 (25 “f-st”) mm2, 2016 Series

0.5...16 (25“f-st*)mm?2 @ AWG 20 ... 4
800V/8 kv/3 @
IN76 A

Terminal block width 12 mm / 0.472 in.
& 2==218..20mm/0.75in®

0.5...16 (25“f-st")mm?2 @ AWG 20 ... 4
250 V/4kV/3 ©
IN76 A

Terminal block width 12 mm / 0.472 in.
& 2=218..20mm/0.75in.®

40,8 mm/1.61 in—=

~—47,4mm/1.87 in—>

LAO,S mm/1.61 in—=

~—A47,4 mm/1.87 in—>

-~ 857mm/3.37in

99,7 mm/3.93 in————>

@ Conductor sizes: 0.5 mm?2 ... 16 mm?2 “s + fst”,
25 mm? “fst”;
Push-in conductor sizes: 2.5 mm2 ... 16 mm2 “s
and 0.25 mm2 ... 16 mm?
“insulated ferrule, 18 mm”

@ 800 V = rated voltage
8 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ 250V = rated voltage

4 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

"

@ Strip length, see packaging or instructions.

Pack. Pack.
ltem No. Unit Item No. Unit
2-conductor supply terminal blocks for distribution 1-conductor N-disconnect terminal block
boxes
O gray 2016-7601 20 @ blue 20167714 20
@ blue 20167604 20

2-conductor ground conductor terminal block,
15mm-high DIN 35 rails shall be used for a current load
higher than 76Al

D green-yellow 2016-7607 20

1-conductor power distribution disconnect terminal
block

O gray

2016-7711 20

Accessories

Banana plug,
% for socket 4 mm @,

‘ }"*’; color mixed

ltem-Specific Accessories

ltem-Specific Accessories

215-111 50

WMB Multi marking system,

10 strips with 10 markers per card,

stretchable 5 ... 5.2 mm

plain 793-5501 5
Marking strip, plain,

11 mm wide,

50 m roll

white 2009-110 1

End and intermediate plate, 1 mm thick

End and intermediate plate, 1 mm thick

orange 2016-7692 100 (4x25) orange 2016-7792 100 (4x25)
Lock-out, snap-on type,
prevents reclosing of slide link
. orange 2006-7300 100 (4x25)
2016 Series Accessories
Appropriate marking systems: WMB/Marking strips
Push-in type jumper bar, insulated, Busbar, tin-plated,
In76 A, Cu 10 x 3 mm,
; light gray 1000 mm long
wEE vy 2016402 50 (2x25) IN140A  210-133 1
3-way 2016-403 50 (2x25)| Cover for N-busbar,
4-way 2016-404 50 (2x25) transparent,
5-way 2016-405 50 (2x25) 1000 mm long
777-303 1
Push-in type jumper bar, insulated, Testing tap,
_— IN76 A, il for max. 2.5 mm?2
light gray 43 gray 2009-182 100 (4x25)
- from1to3 2016433 50 (2x25)
from 1to 4 2016-434 50 (2x25)| Test plug,
from1to5  2016-435 50 (2x25) with 500 mm cable,

/ 2mm
red 210-136 50

Protective warning marker,

with high-voltage symbol, black,

for 5 terminal blocks

2016-115 50 (2x25)

yellow

Test plug,
/ with 500 mm cable,

210-137 50

Finger guard,
touchproof cover protects unused conduc-
tor entries

2016-100

yellow 100 (4x25)

2.3 mm Q@
yellow
Test plug adapter,
" for 4 mm @ test plug

gray 2009-174 100 (4x25)

Approvals see www.wago.com




Supply Terminal Block Assembly [PUSH-IN CAGE CLAMPY

With an angled conductor entry, the 2016 Series supply terminal blocks simplify the wiring of solid conductors in distri-
bution boxes. Solid conductors of the largest cross section can be connected easily, enabling the cover of the distribu-
tion box to fit without interfering with the conductors.
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TOPJOB® S

Connectors and Connector Strips

2001/2002 Series

0.25...1.5 (2.5) mm2 @ | AWG 22 ... 14
500 V/6 kV/3 © 300V, 15 AR
INISA

Terminal block width 4.2 mm / 0.165 in.
& P9...11mm/039in.O®

0.25..2.5(4) mm2 @ |AWG 22 ...12
500 V/6 kV/3 © 300V, 20 AN
In 24 A

Terminal block width 5.2 mm / 0.205 in.
& 2==10..12mm/0.43 in®

[PUSH-IN CAGE CLAMPY

@ Conductor sizes: 0.25 mm2 ... 2.5 mm2 “s + fst”;
Push-in conductor sizes: 0.5 mm2 ... 2.5 mm2 “s”
and 0.75 mm2 ... 1.5 mm?

“insulated ferrule, 12 mm”

@ Conductor sizes: 0.25 mm2 ... 4 mm?2 s + fst”;
Push-in conductor sizes: 0.75 mm? ... 4 mm2 “s
and 0.75 mm2 ... 2.5 mm?

“insulated ferrule, 12 mm”

@ 500 V = rated voltage

6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

"

@ Strip length, see packaging or instructions.

Item No. B:‘::( Item No. B‘:::( Accessories
Modular TOPJOB® S connector, Modular TOPJOB® S connector, Appropriate mcrkmg systems:
for jumper contact slot, for jumper contact slot, WM B/Mqumg
can be snapped together, gray can be snapped together, gray Test plug,
QO 1-pole 2001-511 100 (4x25)| O 1-pole 2002-511 100 (4x25) / with 500 mm cable,
/ 2.3 mm @
Spacer module, can be snapped together, Spacer module, can be snapped together, yellow 210-137 50
e.g., for bridging commoned terminal blocks e.g., for bridging commoned terminal blocks Test plug,
O gray 2001-549 100 (4x25)| O gray 2002-549 100 (4x25) with 500 mm cable,
/ 2 mm @

TOPJOB® S connector strip, TOPJOB® S connector strip, red 210-136 50
for jumper contact slot, gray for jumper contact slot, gray Strain relief plate, gray
O 2-pole 2001-552 25 O 2-pole 2002-552 25 o 35mmwidth 734326 100 (4x25)
QO 3pole 2001-553 25 O 3-pole 2002-553 25 BT 6 nmwide 734327 100 (4x25)
O 4-pole 2001-554 25 O 4-pole 2002-554 25 == 125mmwidh 734328 100 (4x25)
QO 5-pole 2001-555 10 QO 5-pole 2002-555 10 25 mm wide 734329 100 (4x25)
QO 6pole 2001-556 10 QO é-pole 2002-556 10
QO 7-pole 2001-557 10 QO 7-pole 2002-557 10
QO 8pole 2001-558 10 QO 8-pole 2002-558 10
O 9-pole 2001-559 10 O 9-pole 2002-559 10 Marking strip, plain,
O 10-pole 2001-560 10 O 10-pole 2002-560 10 11 mm wide,

e . ore . 50 m roll
ltem-Specific Accessories Item-Specific Accessories white 2009110 :
End plate, End plate,

for modular TOPJOB® S connectors, for modular TOPJOB® S connectors,
@ 1.5 mm thick @ 1.5 mm thick
gray 2002-541 100 (4x25) gray 2002-541 100 (4x25)

WAMSB Inline, plain,
stretchable 4 ... 4.2 mm,
" 2,000 WMB markers, 4 mm, on roll
: white 2009-114 1

WAMSB Inline, plain,
stretchable 5 ... 5.2 mm,
; 1,500 WMB markers, 5 mm, on roll
white 2009-115 1

WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 4 ... 4.2 mm
plain 793-4501 5

WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm
plain 793-5501 5

WMB Multi marking system, plain,
10 strips with 10 markers per card,
stretchable 4 ... 4.2 mm

yellow 793-4501/000-002
red 793-4501/000-005
blue 793-4501/000-006
gray 793-4501/000-007
orange 793-4501/000-012
light green 793-4501/000-017
green 793-4501/000-023
violet 793-4501/000-024
5

WMB Multi marking system, plain,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm

yellow 793-5501/000-002
red 793-5501/000-005
blue 793-5501/000-006
gray 793-5501/000-007
orange 793-5501/000-012
light green 793-5501/000-017
green 793-5501/000-023
violet 793-5501/000-024
5

Miniature WSB Quick marking system,
10 strips with 10 markers per card,
5 mm wide markers

plain 248-501 5

Approvals see www.wago.com




MODULAR CONNECTORS.

For Even More Applications g

Note: Disconnected connectors shall not be live. Addi-
tionally, connectors used according to the regulations
shall not be connected or disconnected under load.

Modular Connectors Connector Strips Testing

Modular connectors with Push-in CAGE Additionally, 2-to 10-pole connector strips Modular connectors for 2001, 2002,

CLAMP® technology offer an additional for the 2001 and 2002 Series, as well as 2- 2004, 2006, 2010 and 2016 Series have
connection option for conductors of the same  to 5-pole connector strips for the 2004 Series  a test socket for 2 mm or 2.3 mm & test
size as the terminal block being used (up to are available. plugs (max. test voltage: 42 V).

23 A). They can also double as test plugs.
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TOPJOB® S
Connectors 4 (6) mm?2

eries

2004/2006/2010/2016 S
0.5...4 (6) mm2@ |AWG 20...10
500 V/6 kV/3 @ 300V, 30 A

IN32 A

Terminal block width 6.2 mm / 0.244 in.
& 2==11..13mm/0.47 in©®

0.5..4(6) mm2@
500V/6 kV/3 @
IN32 A

Terminal block width 7.5 mm / 0.295 in.
& =2==11..13mm/0.47 in.©®

|AWG 20... 10

0.5..4(6) Mm2@
500V/6 kV/3 @
INn32 A

Terminal block width 10 mm / 0.394 in.
& 2==211...13mm/ 0.47 in.®

|AWG 20.... 10

Pack. Pack. Pack.
ltem No. Unit Item No. Unit Item No. Unit
Modular TOPJOB® S connector, Modular TOPJOB® S connector, Modular TOPJOB® S connector,
for jumper contact slot, for jumper contact slot, for jumper contact slot,
can be snapped together, gray can be snapped together, gray can be snapped together, gray
O 1-pole 2004-511 100 (4x25) O 1-pole 2006-511 50 (2x25) O 1-pole 2010511 50 (2x25)
Spacer module, can be snapped together, Spacer module, can be snapped together, Spacer module, can be snapped together,
e.g., for bridging commoned terminal blocks e.g., for bridging commoned terminal blocks e.g., for bridging commoned terminal blocks
O gray 2004-549 100 (4x25)| O gray 2006-549 50 (2x25) | O gray 2010-549 50 (2x25)
TOPJOB® S connector strip,
for jumper contact slot, gray
O 2-pole 2004-552 25
QO 3-pole 2004-553 25
O 4pole 2004-554 25
QO 5-pole 2004-555 10
ltem-Specific Accessories
Test plug,
/ with 500 mm cable,
/i’ 2.3 mm @

yellow 210-137 50

Accessories
Appropriate marking systems: WMB/Marking strips

End plate, Strain relief plate, gray Marking strip, plain,

for modular TOPJOB® S connectors, - 35 mm width 734-326 100 (4x25) 11 mm wide,

' 1.5 mm thick - 6 mm wide 734-327 100 (4x25) 50 m roll

gray 2004-541 100 (4x25) 12.5 mm width  734-328 100 (4x25) white 2009-110 1
Test plug, 25 mm wide 734-329 100 (4x25)| WMB Multi marking system,

with 500 mm cable, 10 strips with 10 markers per card,

/ 2 mm @ stretchable 5 ... 5.2 mm
red 210-136 50 plain 793-5501 5

Approvals see www.wago.com




[PUSH-IN CAGE CLAMPY

0.5..4(6) mm2@ |[AWG?20...10
500V/6 kV/3 @

IN32 A

Terminal block width 12 mm / 0.472 in.
T ~2==11...13mm/ 0.47 in.®

@ Conductor sizes: 0.5 mm2 ... 6 mm?2 s + fst”;
Push-in conductor sizes: 1 mm? ... 6 mm2 “s”
and 0.75 mm? ... 4 mm?

“insulated ferrule, 12 mm”

@ 500 V = rated voltage

6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

@ Strip length, see packaging or instructions.

Pack.
Item No. Unit
Modular TOPJOB® S connector,
for jumper contact slot,
can be snapped together, gray
O 1-pole 2016-511 50 (2x25)
Spacer module, can be snapped together,
e.g., for bridging commoned terminal blocks
QO gray 2016-549 50 (2x25)

wWasE |



TOPJOB® S [PUSHIN CAGE CLAMPY
L-Type Test Plug Modules for Testing Rail-Mounted Termindl

Blocks Terminal Block Width 5.2 mm via Conductor Wire Opening, 2002 Series

0.25..2.5 (4) mm2 @ |AWG 22...12
500 V/6 kV/3 @
In18 A

Terminal block width 5.2 mm / 0.205 in.
& 210...12mm/ 0.43 in.®

TOPJOB® S Ltype test plug assembly consisting of: @ Conductor sizes: 0.25 mm2 ... 4 mm?2 s + fst”;
Ltest plug modules and spacer modules Push-in conductor sizes: 0.75 mm? ... 4 mm2 “s"
and 0.75 mm2 ... 2.5 mm?

“insulated ferrule, 12 mm”

@ 500 V = rated voltage
6 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

@ Strip length, see packaging or instructions.

Pack.
ltem No. Unit
TOPJOB® S L-+test plug module, can be snapped togeth-

er, gray
According to EN 61984, connectors without current inter-
rupting capacity shall not be mated and unmated when
live or under load.

O 1-pole 2002-611 100 (4x25)

TOPJOB® S Ltype spacer module,
can be snapped together,

e.g., for bridging commoned terminal blocks Ltype test plug modules fitted in a triple-deck terminal
block

QO gray 2002-649 100 (4x25)

Accessories L-Type Test Plug Modules
Appropriate marking systems:
WMB/Marking strips/WMB Inline
End plate, for modular TOPJOB® S test plugs,

1.5 mm thick
F gray 2002-641 100 (4x25)
Test plug,
with 500 mm cable,
/ 2mmQ
red 210-136 50
Test plug,

with 500 mm cable,

'
/ 23 mm @
yellow 210-137 50

Strain relief plate, gray
35 mmwidth  734-326 100 (4x25)

% 6mmwide 734327 100 (4x25)
12.5 mm width 734328 100 (4x25)

25 mmwide 734329 100 (4x25)

WMSB Inline, plain,

stretchable 5 ... 5.2 mm,
0 1,500 WMB markers, 5 mm, on roll

white 2009-115 1

WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm
plain 793-5501 5

L-type test plug module, cross-sectional view of contact

Approvals see www.wago.com
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TOPJOB® S
Adjacent Jumpers for Continuous Commoning and
Colored Push-In Type Jumper Bars, 2002 Series

Adjacent jumper for continuous commoning Push-in type jumper bar Push-in type jumper bar

| Il

ltem No. B‘:::( Item No. B:‘::( ltem No. Z:T:(
Adjacent jumper for continuous commoning, insulal- | Push-in type jumper bar, insulated, Push-in type jumper bar, insulated,
ed, In25 A, In25 A,
In 25 A, light gray red blue
O 2:way 2002-400 100 (4x25)| @ 2-way 2002-402/000-005 @ 2-way 2002-402/000-006
@ 3-way 2002-403/000-005 @ 3-way 2002-403/000-006
@ 4way 2002-404/000-005 @ 4-way 2002-404/000-006
200 (8x25) 200 (8x25)
@ 5-way 2002-405/000-005 @ 5-way 2002-405/000-006
@ 6way 2002-406/000-005 @ 4way 2002-406/000-006
@ 7-way 2002-407/000-005 @ 7-way 2002-407/000-006
@ 8-way 2002-408/000-005 @ 8-way 2002-408/000-006
@ 9-way 2002-409/000-005 @ 9-way 2002-409/000-006
@ 10-way 2002-410/000-005 @ 10-way 2002-410/000-006
100 (4x25) 100 (4x25)
Push-in type jumper bar, insulated, Push-in type jumper bar, insulated,
In14A, In14 A,
red blue
@ 2-way 2000-402/000-005 @ 2-way 2000-402/000-006
@ 3-way 2000-403/000-005 @ 3-way 2000-403/000-006
@ 4-way 2000-404/000-005 @ 4-way 2000-404/000-006
200 (8x25) 200 (8x25)
@ 5-way 2000-405/000-005 @ 5-way 2000-405/000-006
@ 6way 2000-406/000-005 @ 4way 2000-406/000-006
@ 7-way 2000-407/000-005 @ 7-way 2000-407/000-006
@ 8-way 2000-408/000-005 @ 8-way 2000-408/000-006
@ 9-way 2000-409/000-005 @ 9-way 2000-409/000-006
@ 10-way 2000-410/000-005 @ 10-way 2000-410/000-006
100 (4x25) 100 (4x25)

Adjacent jumpers for continuous commoning

Colored push-in type jumper bars are used with sensor ter-
minal blocks.
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TOPJOB® S
Push-In Type Wire Jumpers

Push-in type wire jumper

IN? A
Conductor size 0.75 mm?

Push-in type wire jumper

IN18 A
Conductor size 1.5 mm?

-

Pack.

It . .
em No Unit

Pack.

It . .
em No Unit

Push-in type wire jumper, insulated,

conductor cross section 0.75 mm2,

suitable for 2000 and 2020 Series rail-mounted terminal
blocks

L =60 mm 2009-402 100 (10x10)
L=110 mm 2009-404 100 (10x10)
L =250 mm 2009-406 100 (10x10)

Push-in type wire jumper, insulated,
conductor cross section 1.5 mm2,
suitable for 2001, 2002, 2003 and 2022 Series

railkmounted terminal blocks

L=60 mm 2009-412 100 (10x10)
L=110 mm 2009-414 100 (10x10)
L =250 mm 2009-416 100 (10x10)

Push down the wire jumper until fully inserted.
Lift the jumper with an operating tool for rewiring.

Push down the wire jumper until fully inserted.

Lift the jumper with an operating tool for rewiring.




TOPJOB® S
Star Point Jumpers and Delta Jumpers

Star point jumper Delta jumper
800 V/8 kV/3 800 V/8 kV/3
In = In terminal block In = In terminal block

Pack. Pack.
Item No. Unit Item No. Unit
Star point jumper, insulated, Delta jumper, insulated,
1.3.5, 1-2 3-4 5.6,
light gray light gray
O 2000-405/011-000 O 2000-406/020-000
O 2001-405/011-000 O 2001-406/020-000
O 2002-405/011-000 O 2002-406/020-000
O 2004-405/011-000 O 2004-406/020-000
100 (4x25) 100 (4x25)
O 2006-405/011-000
O 2010-405/011-000
O 2016-405/011-000

50 (2x25)

This jumper has been specially developed to create a “star  This jumper has been specially developed to create a “del-
point” and is used on motor terminal boards equipped ta” configuration and is used on motor terminal boards
with TOPJOB® S rail-mount terminal blocks. equipped with TOPJOB® S rail-mounted terminal blocks.
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TOPJOB® S
Staggered Jumpers
2002 Series

Staggered jumper
400 V/6 kV/3
In25 A

Pack.

Item No. Unit

Staggered jumper, insulated,
suitable for 2002, 2003 and 2022 Series rail-mounted
terminal blocks, light gray

O 2-way 2002-472 100 (4x25)
QO 3-way 2002-473 100 (4x25)
O 4-way 2002-474 100 (4x25)
O 5-way 2002-475 50 (2x25)
O 6way 2002-476 50 (2x25)
O 7-way 2002-477 50 (2x25)
O 8way 2002-478 50 (2x25)
O 9-way 2002-479 50 (2x25)
O 10-way 2002-480 50 (2x25)
O 11-way 2002-481 50 (2x25)
O 12:way 2002-482 50 (2x25)

Commoning using staggered jumpers

Individual jumper contacts can be broken off by bending
them. The remaining piece of insulation will meet the
requirements for clearances and creepage distances.

This makes it possible to create custom staggered jumpers,
e.g. for bridging over a terminal block with a different
potential. When creating the jumpers, ensure only one
contact lug is in contact with the terminal block.

The contact lugs of the customized staggered jumpers con-
tact the terminal blocks via the gaps created in the second
jumper. Insert and press jumper into the jumper slot until it
hits the backstop.

Staggered jumpers for sophisticated circuit requirements.

Staggered jumper with 7 contacts

Breaking off contact lugs - Individual jumper contacts can
be broken off by bending them. The remaining piece of
insulation will meet requirements for clearances and creep-
age distances.

Staggered jumper 1 -3 -5-7
Marking with a feltip pen.

T

Jumpers staggered in a jumper slot

Custom staggered jumpers can be created, e.g., for bridg-
ing over a terminal block with a different potential. Make
sure only one contact lug is in contact with the terminal

block.

That way, staggered jumpers are created with contact lugs
that will make contact to the terminal block in the gaps of
the second jumper. Insert the ready-made jumper assembly
into the jumper slot until it hits the stop.

Insert staggered jumper
Push staggered jumper down until fully inserted.

Locate red stripes of the staggered jumpers on the inside

\ /o=

|
Staggered jumper removal

Insert the operating tool between the jumpers and lift up
the jumper.




TOPJOB® S
Vertical Jumpers

2000 and 2002 Series

Double-deck vertical jumper
500 V/6 kV/3
IN13.5A

Double-deck vertical jumper
500 V/6 kV/3
In24 A

Triple-deck vertical jumper
500 V/6 kv/3
In24 A

Pack. Pack. Pack.
Item No. Unit ltem No. Unit ltem No. Unit
Double-deck vertical jumper, insulated Double-deck vertical jumper, insulated Triple-deck vertical jumper, insulated
QO light gray 2000-492 100 (4x25)| O light gray 2002-492 100 (4x25)| O light gray 2002-493 100 (4x25)
) orange 2002-492/000-012 100 (4x25)

Triple-deck vertical jumper, inserted.
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TOPJOB® S

Disconnect Plugs for Carrier Terminal Blocks

Disconnect plug for carrier terminal blocks
400 V/6 kV/3
INTOA

Disconnect plug for carrier terminal blocks
800 V/8 kV/3
IN30 A

Pack.

Item No. Unit

Pack.

It . .
em No Unit

Disconnect plug for carrier terminal blocks, suited
when using a carrier terminal block as disconnect terminal
block

@ orange

2002-401 100 (4x25)

Disconnect plug for carrier terminal blocks, suited
when using a carrier terminal block as disconnect terminal
block

@ orange

2006-401 100 (4x25)

Carrier terminal block with disconnect plug in operating
position.

Carrier terminal block with disconnect plug in parked posi-
tion.




TOPJOB® S
Lockout Caps

Lockout cap

Pack.

Item No. Unit

Lockout cap, for conductor entry hole and operating slot

QO gray 2006-191 25

Lockout cap for covering unused clamping units of 2006
Series TOPJOB® S terminal blocks.

WABE



OUR POWER TEAM

Terminate Conductors up to 185 mm?2 (350 kemil) with Just One Turn

Assembly -

e Firmly snap a ground conductor terminal block onto DIN-rail.

* The contact foot is secured, providing the appropriate power
grounding connection. Use a 2.3 mm copper carrier rail.

Marking -

* WMB markers are suitable for all high-current terminal blocks.

¢ Marking strips must be applied directly to both 35 mm?2 (2 AWG)
and 185 mm?2 (350 kemil) terminal blocks.

* Marking strip adapters are used for 35 ... 95 mm?2 (2 ... 4/0 AWG)
terminal blocks.

Connection

Rotate the T-wrench or screw- Insert a stripped conductor into
driver counter-clockwise to the clamping unit until it hits
the stop (. Next, push in the backstop. Hold in this position.
orange locking tab. The clamp

is locked open for handsfree

wiring.

170

A short counter-clockwise rota-
tion () releases the tab. When
unlocked, the T-wrench rotates
clockwise,

securely clamping the conductor.

1. Bend conductor

2. Cut conductor to length (Con-
ductor end must be straight!)

3. Strip conductor (Observe strip
length printed on terminal block!)



Safety

* Warning covers visually indicate high-voltage
applications
E.g.,: NOTICE: Power is still on even after switch-
ing off the main switch!

* Yellow, detachable covers shield the jumper
slots and/or unused conductor entries, making
them touch-proof.

* Risk of injury!

Keep fingers out of the conductor entry hole!

Power Tap (50 ... 185 mm? / 2/0 AWG ... 350 kemil)

* Power tap provides safe and easy power distribution to additional
loads.

* Insert the unwired tap before actuating the spring.

* Also insert the power tap into the jumper slot of 35 mm? (2 AWG)
terminal blocks.

Commoning Commoning

... for 35 mm? (2 AWG) ... for 50, 95 and 185 mm? ... via step-down jumpers Testing
with TOPJOB® S

Commoning adjacent terminal Commoning with an adjacent Commoning 35 mm? (2 AWG) Easy troubleshooting via 4 mm &

blocks using a centrally posi- jumper: Inserting the jumper high-current terminal blocks with  touch-proof test plug.

tioned push-in jumper. above the conductor entry hole 10/16 mm2 (8/6 AWG) A test plug adapter (283-404) is

Use an operating tool to remove - prior to conductor termination. TOPJOP® S Terminal Blocks used for 35 mm? (2 AWG) terminal

the jumper. The nominal cross-section using step-down jumpers. blocks. (Test plugs are not available

remains unchanged. from WAGO, but are offered by

industry suppliers such as Multi-Con-
tact Deutschland GmbH.)
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High-Current, Through and Ground Conductor

Terminal Blocks 35 mm?2
285 Series

6...35 mm? AWG 10...2
1000 V/8 kV/3 @ 600V, 115 AN
IN125 A 600V, 115 A€

Terminal block width 16 mm / 0.63 in.
& E2==25mm/0.98in.@

0.2... 6 mm?2 AWG 24 ... 10
800V/8kV/3 @ |600V,30AR
IN32A 600V, 32 A@

Module width 8 mm / 0.315 in.
& 2==12..13mm/0.49 in.®

L
@
3
N
S
€
£
)
©

—

-~ 86 mm/3.99in

Pack. Pack.
ltem No. Unit ltem No. Unit
2-conductor through terminal block, to be used exclu- | Voltage tap,
sively on DIN 35 x 15 rail for 35 mm? high-current terminal blocks
O gray 285-135 15 O gray 285-427 5
@ blue 285-134 15
2-conductor ground terminal block, to be used exclu-
sively on DIN 35 x 15 rail; 2.3 mm thick
(D green-yellow 285-137 15
ltem-Specific Accessories Item-Specific Accessories
Adjacent jumper, insulated, Strain relief plate, gray
0l N85 A 1-pole 769-410 100 (4x25)
]E gray 285435  50(2x25) /
Step-down jumper, insulated, Test plug,
In 90 A with 500 mm cable,
r gray 285-430 50 (2x25) / 2 mm @
I red 210-136 50
Protective warning marker, WMB Multi marking system,
with high-voltage symbol, black 10 strips with 10 markers per card,
= yellow 285-420 100 (4x25) for terminal widths 5 ... 17.5 mm
> plain 793-501 5
Finger guard, WMB Multi marking system,
" touchproof cover protects unused conduc- 10 strips with 10 markers per card,
% tor entries stretchable 5 ... 5.2 mm
yellow 285-421 100 (4x25) plain 793-5501 5

Test plug adapter, 11.6 mm wide,
for 1.5 ... 16 mm?2 terminal blocks, for
r 4 mm @ test plug
gray 283-404 25

Operating tool with partially insulated shaft,

/ type 3, (5.5 x 0.8) mm blade

210-721 1
Three-phase set,
.t with 35mm? high-current terminal blocks

285-139 1

Voltage tap, I 24 A, with 500 mm cable, for terminal

blocks 16 mm?2 (283/783 Series) and
A 35 mm?2 (285/785 Series)
gray 283-407 25
Marking strip, plain,
11 mm wide,
50 m roll
white 2009-110 1

Copper carrier rail, acc. to EN 60715,

35 x 15 mm, 2.3 mm,
<

unslotted 210-198 10

2 m/6'6" long
Approvals see www.wago.com

/POWER
CAGE CLAMP®

@ 1000V = rated voltage
8 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ 800 V = rated voltage

8 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Strip length, see packaging or instructions.

@ See application notes for:
Step-down jumper, page 171

Always push voltage tap (283-407) down into the
terminal block until fully inserted!



High-Current, Through and Ground Conductor
Terminal Blocks 50 (70 “f-st”) mm?2

285 Series

10...50 (70 “f-st”) mm2|AWG 8 ... 1/0
1000 V/8 kV/3 @ 600V, 150 AN
In150 A 600V, 150 A@

Terminal block width 20 mm / 0.787 in.
& =30mm/1.18in.@

0.2... 6 mm?2 AWG 24 ... 10
1000 V/8 kV/3 @ | 600V, 30 AN

In41 A 600V, 41 A@

Module width 16 mm / 0.63 in.
S E=12..13mm/0.49 in@®

87 mm/3.43 in —>

~——94mm/3.7in——>

Pack. Pack.
Item No. Unit Item No. Unit
2-conductor through terminal block, to be used exclu- | Voltage tap,
sively on DIN 35 x 15 rail for 50 mm? high-current terminal blocks
O gray 285-150 5 O gray 285-447 5
@ blue 285-154 5

2-conductor ground terminal block, to be used exclu-
sively on DIN 35 x 15 rail; 2.3 mm thick, copper
(D green-yellow 285-157 5

ltem-Specific Accessories

ltem-Specific Accessories

Adjacent jumper, insulated,

3] b In 150 A for 1 jumper,
& - sr.b

gray 285-450 100 (4x25)

Protective warning marker,
with high-voltage symbol, black,
- b .
e for 5 terminal blocks
g 282-415

yellow 50 (2x25)

In 130 Afor 2 ... 4 jumpers
Protective warning marker,

with high-voltage symbol, black

WMB Multi marking system,
10 strips with 10 markers per card,

-~ yellow 285-440 50 (2x25) for terminal widths 5 ... 17.5 mm
plain 793-501 5
Finger guard, WMB Multi marking system,

touchproof cover protects unused conduc-
tor entries and jumper slots

10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm

yellow 285-441 100 (4x25) plain 793-5501 5
Allen wrench with partially insulated shaft
285-172 1

P

Three-phase set,
with 50 mm? high-current terminal blocks

285-159 1

WMB Multi marking system,
10 strips with 10 markers per card,
for terminal widths 5 ... 17.5 mm

plain 793-501 5

WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm

plain 793-5501 5
Marking strip, plain,

11 mm wide,

50 m roll

white 2009-110 1
Marker carrier, for POWER CAGE CLAMP

35/50/95 mm2,

% 10.4 mm wide

gray 285-442 25

Copper carrier rail, acc. to EN 60715,
= 35x 15 mm, 2.3 mm,

@ 2 m/6'6" long

unslotted 210-198 10

Approvals see www.wago.com

/POWER
CAGE CLAMP®

@ 1000V = rated voltage
8 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

@ Strip length, see packaging or instructions.

© Jumper can only be removed or inserted when the
clamp is in closed position.

Adapter for marking strips or 2 x WMB

WABE
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High-Current Through/Ground Conductor and Ex Terminal Blocks/POWER

95 mm?2
285 Series

25...95 mm? AWG 4 ... 4/0
1000V/8kV/3 @ |600V,200 AN
IN232 A 600V, 210 A@

Terminal block width 25 mm / 0.984 in.
& E==35mm/1.38in.@

0.2..10(16) mm2@ | AWG 24 ... 8
1000 V/8kV/3 @ 600V, 50 ARY
In57 A

Module width 20 mm / 0.787 in.
£ 2Z12..13mm/0.49in.®

101 mm/3.98 in

~—— 107 mm/4.21 in——>

Pack. Pack.
ltem No. Unit ltem No. Unit
2-conductor through terminal block, Voltage tap, for 95 mm? high-current terminal blocks
to be used exclusively on DIN 35 x 15 rail
QO gray 285-195 5 O gray 285-407 5
@ blue 285-194 5
QO light gray ® 285-995 @ 5
2-conductor ground terminal block, to be used exclu-
sively on DIN 35 x 15 rail; 2.3 mm thick, copper
(D greenyellow 285-197 5
(D greenyellow ®  285-197/999-950 @ 5
ltem-Specific Accessories ltem-Specific Accessories
Adjacent jumper, insulated, Protective warning marker,
In 232 Afor 1 jumper, with high-voltage symbol, black,
A In 130 Afor 2 ... 4 jumpers ’..“':'ﬁ for 5 terminal blocks
S gray 285-495 25 P yellow 284-415 50 (2x25)

Protective warning marker,
with high-voltage symbol, black
285-170

~ yellow 50 (2x25)

WMB Multi marking system,
10 strips with 10 markers per card,
for terminal widths 5 ... 17.5 mm
793-501 5

plain

Finger guard,
touchproof cover protects unused conduc-
> tor entries and jumper slots
h yellow 285-169 25

WMB Multi marking system,
10 strips with 10 markers per card,
stretchable 5 ... 5.2 mm

plain 793-5501 5

Allen wrench with partially insulated shaft

A

285-172 1

Three-phase set,

a with 95mm? high-current terminal blocks

285-199 1
Steel carrier rail, acc. to EN 60715,

35x 15 mm, 2.3 mm,
‘, 210-118 10

2 m/6'6" long
Copper carrier rail, acc. to EN 60715,

unslotted
/’ 35x 15 mm, 2.3 mm,

210-198 10

2m/6'6" long
unslotted

WMB Multi marking system,
10 strips with 10 markers per card,
for terminal widths 5 ... 17.5 mm
plain 793-501 5

Marker carrier, for POWER CAGE CLAMP

i 35/50/95 mm?,

gray 285-442 25

10.4 mm wide
Approvals see www.wago.com

CAGE CLAMP®

@ Max. connector size: 16 mm?

@ 1000 V = rated voltage
8 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)
@ Strip length, see packaging or instructions.

@ Suitable for Ex e Il applications
25 .95 mm2/AWG 4 ... 4/0
880V, 211 A
1 jumper 211 A
2 ... 4 jumpers 175 A
35...70 mm2/AWG 2 ... 2/0
for ground conductor terminal blocks
(see Full Line Catalog, Volume 1, Section 14)

Adapter for marking strips or 2 x WM




High-Current Through and Ground Conductor Terminal Blocks /POWER
185 mm? CAGE CLAMP®,

285 Series

50..185mm2  |AWG 1/0...350 kemil | 50...120 mm2 |AWG 1/0 ... 250 kemil
1000 V AC/DC/1500 VDC/12kV/3 @

INn353 A
Terminal block width 32 mm / 1.26 in. Terminal block width 32 mm / 1.26 in.
& E2==245..47mm /177 ...1.85in.@ & B2=245..47mm/1.77 ...1.85in.@

£
N
bl
~
~
£
5
0

116 mm/4.57 in

@ AC/DC upto 1000 V = rated voltage
DC up to 1500 V
12 kV = rated surge voltage
3 = pollution degree

(see Full Line Catalog, Volume 1, Section 14)

~— 130 mm/5.12in——* =~ 130mm/5.12in——*> @ Strip length, see packaging or instructions.
Pack. Pack.
Item No. Unit Item No. Unit
2-conductor through terminal block, 2-conductor ground terminal block, to be used exclu-
to be used exclusively on DIN 35 x 15 rail sively on DIN 35 x 15 rail; 2.3 mm thick, copper
O gray 285-1185 5 (D green-yellow 285-1187 5
@ blue 285-1184 5
ltem-Specific Accessories ltem-Specific Accessories
Steel carrier rail, acc. to EN 60715, Copper carrier rail, acc. to EN 60715,

= 35x 15 mm, 2.3 mm, 35x 15 mm, 2.3 mm,
(’ 2 m/6'6" long 2 m/6'6" long
unslotted 210-118 10 unslotted 210-198 10

Copper carrier rail, acc. o EN 60715,

35 x 15 mm, 2.3 mm,
2 m/6'6" long
unslotted 210-198 10

Accessories
Appropriate marking systems: WMB/WMB Inline/Marking strips

Adjacent jumper, insulated, WMB Inline, plain,
In 309 Afor 1 jumper stretchable 5 ... 5.2 mm,
% o 1,500 WMB markers, 5 mm, on roll
gray 285-1171 25 white 2009-115 1
Protective warning marker, Marking strip, plain,
. with high-voltage symbol, black ) 11 mm wide,
= yellow 285-1177 50 (2x25) : 50 m roll
_—— white 2009-110 1
Finger guard, WMB Multi marking system,
touchproof cover protects unused conduc- 10 strips with 10 markers per card,
5 tor entries and jumper slots for terminal widths 5 ... 17.5 mm
- yellow 285-1178 25 plain 793-501 5
Allen wrench with partially in.sulated shaft WMB Multi marking system,
10 strips with 10 markers per card, Besides WMB markers, marking strips can also be direct-
285.172 ] dicidab= 5 . 5.2 ly accommodated on the 185 mm? (350 MCM ) terminal
P plain 793-5501 5 block.

Three-phase set,
& with 35mm? high-current terminal blocks
285-1169 1

Screwless end stop,

for DIN 35 rail,
. 14 mm wide
: gray 249-197 10

Approvals see www.wago.com WA = u®
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smartPRINTER

Fast - Clear - Cost-Effective

smartDESIGNER

* Online configuration via
smarfDESIGNER

e Enter marking data - including multi-
line text - and print

Marking Strips WMB Inline Markers

¢ Fast printing * Custom printing
¢ Quick and easy mounting * Snapping marker strips
* Suitable for all TOPJOB® S, POWER CAGE CLAMP ¢ For rail-mounted terminal blocks

Rail-Mounted Terminal Blocks and more
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Three-Line Printing
* Provides clear labeling

* Immediately identify which function
corresponds with each terminal block

smartPRINTER

e Compact and easy-to-use

* Quickly print and install mark-
ing strips

* Cost-effective marking from
beginning to end

Type Plates Wire Markers

Push-Button Markers

mﬁﬂ@ 177
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TOPJOB® S

WMB Inline, Mini-WSB Inline and Marking Strips

WMB Inline

Mini-WSB Inline

Marking strip

Similiar to picture

Pack. Pack. Pack.
Item No. Unit Item No. Unit Item No. Unit
WMSB Inline, plain, Mini-WSB Inline, plain, Marking strip, plain,
stretchable 5 ... 5.2 mm, stretchable 5 ... 5.2 mm, 11 mm wide,
1,500 WMB markers, 5 mm, on roll 1,700 WMB markers, 5 mm, on roll white
O white 2009-115 1 O white 2009-145 1 O 50 mroll 2009-110 1
WMB Inline, plain,
stretchable 4 ... 4.2 mm,
2,000 WMB markers, 4 mm, on roll
O white 2009-114 1
WMSB Inline WMB Inline Marker strips for center marking

2009-115 markers for 5 ... 5.2 mm wide terminal blocks
compared to 2009-114 markers for 4 ... 4.2 mm wide ter-
minal blocks

WMB markers on roll




TOPJOB® S

Group Marker Carriers and Marker Carriers

Group marker carrier

Marker carrier

This pivoting group marker carrier has been developed for
group marking of rail-mount terminal blocks to satisfy sev-
eral customer requirements:

- Can be used in all multiprofile marker slots for railmount
terminal bocks from 5 mm on or in spacer housings as
shown above.

- Improves marking visibility due to difficult mounting
conditions by pivoting into one of seven stable positions.

Pack. Pack.
Item No. Unit Item No. Unit
TOPJOB® S group marker carrier, Marker carrier,
snap-on type for jumper slot, for jumper slots 2002 Series,
gray 5 mm wide
O 5 mm wide 2009-191 50(2x25) | O gray 2002-161 100 (4x25)
O 10 mm wide 2009-192 50 (2x25)
O 15 mm wide 2009-193 50 (2x25)
TOPJOB® S group marker carrier,
snap-on type for jumper slot,
gray
O 10 mm wide 2009-196 50 (2x25)
Marking strip carriers
for use in jumper slots
Level b
* from upper-edge of terminal block
Pack. Pack.
Item No. Unit Item No. Unit
Pivoting group marker carrier Marker carrier,
for lateral marker receptacle,
5 mm wide
O gray 249-105 50 (2x25) | O gray 2009-198 200 (8x25)
Marker card, 4 x 30 markers per sheet Marking strip carriers
O white 209-183 1 for use in lateral marker slots
Protection cover
transparent 209-184 50
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Thermal Transfer Printer
smartPRINTER

Description ltem No. Pack. Unit Technical Data

smartPRINTER Printing method Thermal transfer

includes: Print head Glass layer, spring-mounted
- Power supply unit and cable Print speed max. 127 mm/s

- USB cable
- 1 x marking strip roll and
WMB Inline markers
-2 x rollers
-1 xroll holder
- 1 x ink ribbon
258-5000

Accessories

Ink ribbon for smartPRINTER

258-5005

Roller for markingSTRIP

258-5006

\

Roller for WMB Inline

258-5007

A\

Roller for Mini-WSB Inline

258-5008

\

Carrying case for smartPRINTER
light gray, with foam padding for printer
Dimensions (W x Hx D): 50 x 26 x 33 cm

- 258-5015

Print width (max.)

Print length (max.)

Print resolution
Transmissive/Reflective sensor
Operating display

Memory

Interfaces

Operating voltage

Dimensions (W x H x D)
Weight

Operating temperature
Storage temperature
Safety approvals

Ink ribbon

(WAGO recommends 50.8 mm/s)

47 mm

762 mm

300 dpi (12 pixels/mm)

yes, centrally fixed

Color TFT LCD with navigation button

8 MB Flash, 16 MB SDRAM

USB, RS-232, ETHERNET 10/100 Mbps
100 ... 240 VAC, 50 ... 60 Hz
(automatic adjustment)

135 x 175 x 245 mm

2,000 g (without printing material)
5°C..40 °C (41 °F ... 104 °F)

20 °C ... 50 °C (-4 °F ... 122 °F)

CE (EMC)

External roll diameter: 40 mm;

Internal core diameter: 0.5” (12.7 mm);
Max. length: 110 m; Max. width: 58 mm
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Mounting Accessories

Carrier Rails, Rail End Cap, Angled Support Brackets

and Collective Carriers

Carrier rail
acc. to EN 60715

Carrier rail
acc. to EN 60715

Carrier rail
acc. to EN 60715

Pack.

Item No. Unit

Pack.

It . .
em No Unit

Pack.

It . .
em No Unit

Steel carrier rail, Iy 76 A (reference length of 1m/3'3"),
35x7.5mm, 1 mm, 2 m/6'6" long

unslotted

Steel carrier rail, Ix 125 A (reference length of
1m/3'3"),35x 15 mm, 1.5 mm, 2 m/6'6" long

Steel carrier rail, Iy 125 A (reference length of
1m/33"),35x 15 mm, 2.3 mm, 2 m/6'6" long

210-113 10 unslotted 210-114 10 unslotted 210-118 10
Hole width 25 mm; hole spacing 36 mm
slotted 210-112 10(10x1) | slotted 210-197 10
Hole width 18 mm; hole spacing 25 mm
slotted 210-115 1
—— 2000£15 —— ~ 5 | K 35— o
e T e B R e T B e
| 4
B [[Ta+ = B EE e |0 N B ]
C ) 1 vl . 1
27— i 25 - 36—+ o | mmese bl PN — o
o118 lezsel - 27 2000+ 1,5 = 2000+ 1,5

Dimensions in mm

Dimensions in mm

Dimensions in mm

Pack. Pack. Pack.
Item No. Unit Item No. Unit Item No. Unit
Copper carrier rail, Iy 309 A (reference length of Aluminum carrier rail, Iy 76 A (reference length of Rail end cap, for DIN 35 rail (7.5 mm high)
1m/3'3"),35x 15 mm, 2.3 mm, 2 m/6’6" long 1m/3'3"), 35 x 8.2 mm, 1.6 mm, 2 m/6'6" long
unslotted 210-198 10 unslotted 210-196 10 QO gray 209-109 50 (2x25)
~ 35 \“ fa——— 35—
E— } jj  —————— ‘& 35 ‘ vy  ————
g I e T e
| )
_ ) * O |
3‘ D 2t g0
58 200015 — 2000£15

Dimensions in mm
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Carrier rail
acc. to EN 60715

Angled support bracket

Collective carrier for jumpers

-~ 81,6mm/321in—>

Pack. Pack. Pack.
Item No. Unit Item No. Unit ltem No. Unit
Steel carrier rail, Ix 76 A (reference length of 1m/3°3"), | Angled support bracket, Collective carrier for jumpers, for DIN 35 rail, for jump-
35x7.5mm, 1 mm,2m/6'6" long without screw ers for transverse switching terminal block (282-811) and
longitudinal switching disconnect terminal block
(282-821)
unslotted 210-505 1 210-148 10 O gray 282-369 25
Screw M5 x 8 The collective carrier can be snapped onto DIN 35 rails.
slotted 210-504 1 210-149 100 (5x20) | It holds jumpers, e. g., during maintenance.
M5
T 1
g T o s — : o7 L
1 e 2]
T 2000£15 60—+ ‘

Dimensions in mm

Dimensions in mm

A
S
E-
*3

- Y

~—————74mm/291in ——————>
Pack. Pack.

Item No. . Item No. .

Unit Unit

Steel carrier rail, Ix 125 A (reference length of
1m/3'3"),35 x 15 mm, 1.5 mm, 2 m/6'6" long

210-506 1

unslotted

slotted 210-508 1

35

¥ v
o P

Dimensions in mm

2000+ 1,5

Collective carrier for adjacent jumpers, for DIN 35
rail, for 279, 280, 281, 282 and 284 Series adjacent
jumpers, as well as 215 Series banana plugs

QO gray 209-100 50 (2x25)
The collective carrier can be snapped onto DIN 35 rails.

It holds adjacent jumpers and banana plugs, e. g., during
maintenance.
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Transparent Covers for Rail-Mounted Terminal Blocks, Usable with Lead Seals
— Description and Handling -

Assembly Application

Application examples: 7 Cover with safety warning and lead seals.
cover (Type 1) without safety warning and lead seals.

Snapping a cover carrier onto the carrier rail.

Assembly

Tightening both securing screw (left) and mounting screw
(right).

Assembly

Securing screw - prevents lifting off from rail.
Mounting screw - prevents the cover carrier from being
moved on the rail.

Removal Marking Lead sedl

Inserting a marking strip info the cover. Cover with lead seals.
Using covers without lead seals, the thread dome-head
can be broken off.
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Transparent Covers for Rail-Mounted Terminal Blocks,

Usable with Lead Seals
709 Series

Cover and cover carrier, type 1

Pack.
Item No. Unit
Cover, type 1,
suitable for cover carrier, type 1,
1 m/3'3" long
transparent 709-153 10

Pack.

Item No. .
em o Unit

Cover carrier, type 1,

incl. mounting/securing screws and knurled nut,

for 279 ... 282 Series and 880 Series raikmount terminal
blocks,

for 264 Series miniature terminal blocks,

for 270 Series sensor and acuator blocks

QO gray 709-167 10

Accessories

Marking card with 6 marking strips,
for group marking or safety instructions

plain 709-183 1
Spare mounting/securing screw,
for cover
209-196 200 (8x25
\\ ( X )
Spare knurled nut,
for cover
) 210549 100 (4x25)
o -

Dimensions in mm

Back view

Diameter of drilled hole:

7i05 mm

WAEE g,



Transparent Covers for Rail-Mounted Terminal Blocks,
Usable with Lead Seals
709 Series

Cover and cover carrier, type 2

Pack.
Item No. Unit
Cover, type 2,
suitable for cover carrier, type 2,
1 m/3'3" long
transparent 709-154 1 )
3
e} 0
N
o
~ ©
! :
9]
ST = L
i : H-t
Diameter of drilled hole:

Back view o
7% mm

Pack.
Unit

ltem No.

Cover carrier, type 2,

incl. mounting/securing screws and knurled nut,

for 283 ... 285 Series rail-mount terminal blocks,

for 279 ... 281 Series double- and triple-deck blocks,

for 780 ... 785, 775, 776 and 777 Series TOPJOB® ter-
minals, Dimensions in mm
for 280 Series sensor and actuator blocks,

for 282 Series disconnect terminals for test and measure-
ment for transformer circuits

QO gray 709-168 10

Accessories

Marking card with 6 marking strips,
for group marking or safety instructions

plain 709-183 1
Spare mounting/securing screw,

for cover

209-196 200 (8x25
\\ (8x25)

Spare knurled nut,

for cover

210-549 100 (4x25)

o W
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